
SHEET OF

SHEET  TITLE

A A

B B

C C

D D

1

1

2

2

3

3

4

4

5

5

REVISIONS

COPYRIGHT

CHK'D BY:
DRAWN BY:
MODEL FILE:

DESCRIPTIONMARK DATE
BID/PERMIT SET

PROJECT NO:

©

P:\91014 First Federal Bank\Model-Drawings\910_V17 model.pln

4/27/2015

2014 Connolly Architects Inc.
All rights reserved.

FIRST
FEDERAL
BANK

1801Summit Ave.,
Waukesha, WI  53188

4/
27

/2
01

5 
2:

57
 P

M
  P

:\9
10

14
 F

irs
t F

ed
er

al
 B

an
k\

M
od

el
-D

ra
w

in
gs

\9
10

_V
17

 m
od

el
.p

ln

G001

91014

KJC
HW

COVER SHEET

I

l
.

C
.

c

13555 Bishops Court
Suite 319
Brookfield, WI  53005

9

L
A

N

8
c h
2 O94

o
.

N

4 OO
w
1

w. ca t s.i

ECTSRCHIT
O YCO LN

onn o ew cy r tl m

C4 CODE SUMMARY

C4 LIFE SAFETY LEGEND

PROJECT NARRATIVE
SCOPE OF WORK: ALTERATION TO AN EXISTING 3,140 SF
COMMERCIAL OFFICE SPACE TO UPGRADE EXISTING TOILET
FACILITIES.

DELIVERY METHOD:  HVAC, PLUMBING, ELECTRICAL AND FIRE
PROTECTION WILL BE PERFORMED ON A DESIGN/BUILD BASIS.  THE
DESIGN/BUILD SUBCONTRACTORS ARE TO SUBMIT PLANS AND
SPECIFICATIONS FOR PLAN REVIEW  AND PERMIT INDEPENDENTLY
OF THIS SUBMITTAL

CODES USED
WISCONSIN INTERNATIONAL BUILDING CODE (IBC), 2009

OCCUPANCY
Wisconsin IBC: BUSINESS

CONSTRUCTION CLASSIFICATION
Wisconsin IBC: TYPE VB UNSPRINKLERED

GRADE PLANE
ALL EXITS ARE AT GRADE

ALLOWABLE AREAS
EXISTING SPACE IS 3,140SF/9,000SF ALLOWED

NUMBER OF STORIES
ONE STORY

OCCUPANT LOAD
3,140 SF TOTAL
3,004 SF BUSINESS = 3,004/100 = 31 PEOPLE
136 SF MECH/STOR = 136/300 = 1 PERSON
TOTAL OCCUPANCY = 32 PEOPLE

EGRESS WIDTH
32 X 0.2" = 6.4" REQUIRED
102" PROVIDED

SANITARY FIXTURE DETERMINATION
16MEN/16WOMEN

REQUIRED BY CODE:
WATER CLOSET: 1 PER 25 REQUIRED (M/W)
LAVATORY: 1 PER 40 REQUIRED (M/W)
DRINKING FOUNTAIN: 1 PER 100 REQUIRED

PROVIDED:
WATER CLOSET: 1 MEN/1 WOMEN
LAVATORY: 1 MEN/1WOMEN
DRINKING FOUNTAIN: COFFEE COUNTER WITH SINK

= 1 HOUR FIRE PARTITION

= EXIT PATH

83'-2 7/16"

58'-2"

62
'-5

 3/
4"

76'-5"

86'-6"

OFFICE
115

OFFICE
114

OFFICE
113

VESTIBULE
112

LUNCH/WORK ROOM
104

WORKROOM
105

TELLERS
103

LOBBY
101

CONFERENCE
102

VESTIBULE
100

STOR
106

COFFEE
107MECHANICAL

109

WOMEN
111MEN

110

CORRIDOR
108

OPEN OFFICE
116

SITE

AS101

SITE SURVEY

ARCHITECTURAL SITE PLAN

A5 DESIGNER LIST & STAMPA1 ABBREVIATION LIST

B5 OWNER/TENANT INFORMATION

C5 DRAWING INDEX

D5 PROJECT LOCATION MAP

C2 LIFE SAFETY PLAN

PLAN
NORTH

OFFICE
102

100

101

A4 SYMBOL KEY

PLAN
NORTH

1

1

1

NOT TO SCALE
A5 DRAWING TITLE

0 4' 8' 16'

A3
A-501

C5
A-501

ELEV. NO.

SHEET NO.

DOOR NUMBER

KEYNOTE

WALL TAG

LIGHT TAG

ELEVATION MARK

NEW SPOT ELEVATION

REVISION IDENTIFIER

NORTH ARROW

GRID
STRUCTURAL/COLUMN

DETAIL OR PLAN TITLE

SHEET NO.

SECTION NO.

A

100.00'+

SECTION DETAIL

ELEVATION MARKER

INDICATES NEW DOOR
AND/OR WALL

INDICATES EXISTING
DOOR AND/OR WALL

INDICATES DOOR AND/OR
WALL TO BE REMOVED.
SALVAGE DOORS FOR REUSE

INDICATES PATCH EXISTING
WALLS AS REQUIRED FOR
SMOOTH FINISH

DETAIL/PLAN NO. (IN REFERENCE
TO SHEET GRID AT TOP & RIGHT SIDE)

DETAIL
REFERENCE

SHEET NO. (DETAILS REFERENCE
TO  SHEET ON WHICH THEY OCCUR)

DETAIL (IN REFERENCE TO SHEET
GRID AT TOP & RIGHT SIDE)

2

A3
A-202

66'-0"

ROOM NAME
& NUMBER

CONTRACT LIMIT LINE

ARCHITECTURAL

A001

A101

A102

A103

A104

A201

A501

FIRST FLOOR DEMOLITION PLAN

FIRST FLOOR PLAN PHASE 1

FIRST FLOOR PLAN PHASE 2

FIRST FLOOR REFLECTED CEILING PLAN PHASE 1

FIRST FLOOR REFLECTED CEILING PLAN PHASE 2

EXTERIOR ELEVATION & SECTION

DETAILS, INTERIOR ELEVATIONS, SCHEDULES AND PARTITION TYPES

GENERAL

G001 COVER SHEET

1801Summit Ave.
Waukesha WI 53188
USA

FIRST FEDERAL BANK

A

ABV ABOVE
AFF ABOVE FINISHED FLOOR
ASC ABOVE SUSPENDED  
 CEILING
ACC ACCESS
ACFL ACCESS FLOOR
AP ACCESS PANEL
AC ACOUSTICAL
ACPL ACOUSTICAL PLASTER
ACT ACOUSTICAL TILE
ADD ADDENDUM
ADH  ADHESIVE
ADJ ADJACENT/ADJUSTABLE
AGG AGGREGATE
A/C AIR CONDITIONING
ALT ALTERNATE
AL    ALUMINUM
ANC   ANCHOR, ANCHORAGE
AB    ANCHOR BOLT
ANOD  ANODIZED
APX   APPROXIMATE
ARCH  ARCHITECT(URAL)
AD    AREA DRAIN
ASB   ASBESTOS
AT    ASPHALT TILE
AUTO  AUTOMATIC

B

BP    BACK PLASTER
BSMT  BASEMENT
BW    BOTH WAYS
BRG   BEARING
BPL   BEARING PLATE
BM    BENCH MARK
BEL   BELOW
BET   BETWEEN
BVL   BEVELED
BIT   BITUMINOUS
BLK   BLOCK
BLKG  BLOCKING
BD    BOARD
BS    BOTH SIDES
BOT   BOTTOM
BRK   BRICK
BRZ   BRONZE
BLDG  BUILDING
BUR   BUILT UP ROOFING
BBD   BULLETIN BOARD

OWNER:

First Federal Bank
1801Summit Ave.
Waukesha, WI  53188

CONTACT:
Allen Link
LinkBuilds, Inc.
al.linkbuilds@gmail.com
(414) 379-0299

E

E       EAST
ELEC  ELECTRIC (AL)
EP    ELECTRICAL PANELBOARD
EWC    ELECTRIC WATER COOLER
EL     ELEVATION
ELEV   ELEVATOR
EMER   EMERGENCY
ENC   ENCLOSE (URE)
EQ     EQUAL
EQUIP  EQUIPMENT
ESC    ESCALATOR
EST    ESTIMATE
EXH    EXHAUST
EXST   EXISTING
EB     EXPANSION BOLT
EXP    EXPOSED
EXT    EXTERIOR

F

FB     FACE BRICK
FOC   FACE OF CONCRETE
FOF    FACE OF FINISH
FOM    FACE OF MASONRY
FOS    FACE OF STUDS
FF     FACTORY FINISH
FAS    FASTEN, FASTENER
FN     FENCE
FBD    FIBERBOARD
FG     FIBERGLASS
FIN    FINISH (ED)
FFE    FINISHED FLOOR ELEVATION
FFL    FINISHED FLOOR LINE
FA     FIRE ALARM
FE     FIRE EXTINGUISHER
FEC    FIRE EXTINGUISHER CABINET
FHS    FIRE HOSE STATION
FPL   FIREPLACE
FP    FIREPROOF
FRC    FIRE-RESISTANT COATING
FRT    FIRE-RETARDANT
FLG    FLASHING
FHMS   FLATHEAD MACHINE SCREW
FHWS  FLATHEAD WOOD SCREW
FLX    FLEXIBLE
FLR    FLOOR (ING)
FLCO   FLOOR CLEANOUT
FD     FLOOR DRAIN
FPL    FLOOR PLATE
FLUR   FLUORESCENT
FJT    FLUSH JOINT
FTG    FOOTING
FRG    FORGED
FND   FOUNDATION
FR    FRAME (D) (ING)
FRA    FRESH AIR
FS     FULL SIZE
FBO    FURNISHED BY OTHERS
FUR    FURRED (ING)
FUT    FUTURE

G

GA    GAGE, GAUGE
GV    GALVANIZED
GI    GALVANIZED IRON
GP    GALVANIZED PIPE
GSS   GALVANIZED STEEL SHEET
GKT   GASKET (ED)
GC   GENERAL CONTRACT
GL    GLASS, GLAZING
GLB   GLASS BLOCK
GLF   GLASS FIBER
GCMU  GLAZED CONC. MASONRY UNITS
GST   GLAZED STRUCTURAL TILE
GB    GRAB BAR
GD    GRADE, GRADING
GRN   GRANITE
GVL   GRAVEL
GF    GROUND FACE
GT    GROUT
GPL   GYPSUM LATH
GPPL  GYPSUM PLASTER
GPT   GYPSUM TILE
GWB   GYPSUM WALL BOARD

H

HBD   HARDBOARD
HDW   HARDWARE
HWD   HARDWOOD
HJT   HEAD JOINT
HDR   HEADER
HTG   HEATING
HVAC  HEATING/VENTILATING/AIR COND.
HD    HEAVY DUTY
HT    HEIGHT
HC    HOLLOW CORE
HM    HOLLOW METAL
HOR   HORIZONTAL
HB    HOSE BIB
HWH   HOT WATER HEATER

I

INCL INCLUDE (D) (ING)
ID   INSIDE DIAMETER
INS   INSULATE (D) (ION)
INT   INTERIOR
INV   INVERT
IPS  IRON PIPE SIZE

J

JC    JANITOR'S CLOSET
JT    JOINT

K

KPL   KICKPLATE
KIT   KITCHEN
KO    KNOCKOUT

L

LBL   LABEL
LAB   LABORATORY
LAD   LADDER
LB    LAG BOLT
LAM   LAMINATE (D)
LAV   LAVATORY
LH    LEFT HAND
LT    LIGHT
LC    LIGHT CONTROL
LP    LIGHT PROOF
LW    LIGHTWEIGHT
LWC   LIGHTWEIGHT CONCRETE
LMS   LIMESTONE
LTL   LINTEL
LL    LIVE LOAD
LVR   LOUVER
LPT   LOW POINT

M

MB    MACHINE BELT
MH    MANHOLE
MFR   MANUFACTURE (ER)
MAS   MASONRY
MO    MASONRY OPENING
MTL  MATERIAL
MAX   MAXIMUM
MECH  MECHANIC (AL)
MC    MEDICINE CABINET
MED   MEDIUM
MBR   MEMBER
MMB   MEMBRANE
MET  METAL
MFD   METAL FLOOR DECKING
MRD   METAL ROOF DECKING
M     METER
MM    MILLIMETER
MWK   MILLWORK
MIN   MINIMUM
MIR   MIRROR
MISC  MISCELLANEOUS
MOD   MODULAR
MLD   MOLDING, MOULDING
MR    MOP RECEPTOR
MT    MOUNT (ED) (ING)
MOV   MOVABLE
MULL  MULLION

N

NAT   NATURAL
NI    NICKEL
NR    NOISE REDUCTION
NRC   NOISE REDUCTION COEFFICIENT
NOM   NOMINAL
N     NORTH
NIC   NOT IN CONTRACT
NTS   NOT TO SCALE

O

OC    ON CENTER
OPG   OPENING
OJ    OPEN-WEB JOIST
OPP   OPPOSITE
OD    OUTSIDE DIAMETER
OH    OVERHEAD
OFCI  OWNER FURNISHED
 CONTRACTOR INSTALLED

P

PNL   PANEL
PB    PANIC BAR
PTD   PAPER TOWEL DISPENSER
PTR   PAPER TOWEL RECEPTOR
PAR   PARALLEL
PK    PARKING
PBD   PARTICLE BOARD
PTN   PARTITION
PED   PEDESTAL
PERF  PERFORATE (D)
PERI  PERIMETER
PLAS  PLASTER
PLAM  PLASTIC LAMINATE
PL    PLATE
PG    PLATE GLASS
PWD   PLYWOOD
PVC   POLYVINYL CHLORIDE
PE    PORCELAIN ENAMEL
PTC   POST-TENSIONED CONCRETE
PCF   POUNDS PER CUBIC FOOT
PFL   POUNDS PER LINEAL FOOT
PSF   POUNDS PER SQUARE FOOT
PSI   POUNDS PER SQUARE INCH
PCC   PRECAST CONCRETE
PFB   PREFABRICATE (D)
PFN   PREFINISHED
PRF   PREFORMED
PSC   PRESTRESSED CONCRETE
PL    PROPERTY LINE

Q

QT    QUARRY TILE

R

RBT   RABBET, REBATE
RAD   RADIUS
RWC   RAINWATER CONDUCTOR
REF   REFERENCE
RFL   REFLECT (ED) (IVE) (OR)
REFR  REFRIGERATOR
REG   REGISTER
RE    REINFORCE  (D) (ING)
RCP   REINFORCED CONCRETE PIPE
REM   REMOVE
RES   RESILIENT
RET   RETURN
RA    RETURN AIR
REV   REVISION (S) REVISED
RH    RIGHT HAND
ROW   RIGHT OF WAY
R     RISER
RD    ROOF DRAIN
RFH   ROOF HATCH
RFG   ROOFING
RM    ROOM
RO    ROUGH OPENING
RB    RUBBER BASE
RBT   RUBBER TILE

S

SFGL  SAFETY GLASS
SCH   SCHEDULE
SCN   SCREEN
SNT   SEALANT
STG   SEATING
SEC   SECTION
SHT   SHEER
SH    SHELF, SHELVING
SIM   SIMILAR
SL    SLEEVE
SC    SOLID CORE
SP    SOUNDPROOF
S     SOUTH
SPK   SPEAKER
SPL   SPECIAL
SPEC  SPECIFICATION (S)
SQ    SQUARE
SS    STAINLESS STEEL
STD   STANDARD
STA   STATION
ST    STEEL
STO   STORAGE
SD    STORM DRAIN
STR   STRUCTURAL
SCT   STRUCTURAL CLAY TILE
SUS   SUSPENDED
SYM   SYMMETRY (ICAL)
SYN   SYNTHETIC
SYS   SYSTEM

T

TKBD   TACK BOARD
TEL   TELEPHONE
TV     TELEVISION
TC     TERRA COTTA
TZ     TERRAZZO
THK    THICK (NESS)
THR    THRESHOLD
TPTN   TOILET PARTITION
TPD    TOILET PAPER DISPENSER
TOL    TOLERANCE
T&G    TONGUE AND GROOVE
TSL    TOP OF SLAB
TST    TOP OF STEEL
TW     TOP OF WALL
TB     TOWEL BAR
TR     TRANSOM
T      TREAD
TYP    TYPICAL

U

UC     UNDERCUT
UNF    UNFINISHED
UNO   UNLESS NOTED OTHERWISE
UR     URINAL

V

VJ     V-JOINT (ED)
VB     VAPOR BARRIER
VAR    VARNISH
VNR    VENEER
VERT   VERTICAL
VG     VERTICAL GRAIN
VIN    VINYL
VB     VINYL BASE
VF     VINYL FABRIC
VT     VINYL TILE
VCT    VINYL COMPOSITE TILE

W

WSCT   WAINSCOT
WTW    WALL TO WALL
WH     WALL HUNG
WC     WATER CLOSET
WP     WATERPROOFING
WR     WATER REPELLENT
WS     WATERSTOP
WWF    WELDED WIRE FABRIC
W      WEST
WHB  WHEEL BUMPER
W      WIDTH, WIDE
WIN    WINDOW
WG     WIRED GLASS
WM     WIRE MESH
WO    WITHOUT
WD     WOOD
WB     WOOD BASE
WPT    WORKING POINT
WI     WROUGHT IRON
WWM    WELDED WIRE MESH

C

CAB    CABINET
CPT    CARPET
CSMT   CASEMENT
CI     CAST IRON
CIPC   CAST-PLACE-CONCRETE
CST    CAST STONE
CB     CATCH BASIN
CK     CAULK(ING)
CLG    CEILING
CHT    CEILING HEIGHT
CEM    CEMENT
CM     CENTIMETER(S)
CER    CERAMIC
CT     CERAMIC TILE
CHBD   CHALKBOARD
CHAM   CHAMFER
CIR    CIRCLE
CIRC   CIRCUMFERENCE
CLR    CLEAR (ANCE)
CLS    CLOSURE
COL    COLUMN
COMB   COMBINATION
COMPT  COMPARTMENT
COMPO COMPOSITION
COMP   COMPRESS (ED) (ION)  
 (IBLE)
CONC   CONCRETE
CMU    CONCRETE MASONRY  
 UNIT
CONST  CONSTRUCTION
CONT   CONTINUOUS OR  
 CONTINUE
CONTR CONTRACT (OR)
CJ     CONTROL JOINT
CPR    COOPER
CG     CORNER GUARD
CTR    COUNTER
CFL    COUNTERFLASHING
CS     COUNTERSINK
CRS    COURSE (S)
CFT    CUBIC FOOT
CYD    CUBIC YARD

D

DPR    DAMPER
DP     DAMPPROOFING
DL     DEAD LOAD
DEM    DEMOLISH, DEMOLITION
DMT    DEMOUNTABLE
DEP    DEPRESSED
DTL    DETAIL
DIAG   DIAGONAL
DIAM   DIAMETER
DIM    DIMENSION
DIV    DIVISION
DR     DOOR
DA     DOUBLE ACTING
DH     DOUBLE HUNG
DTA    DOVETAIL ANCHOR
DTS    DOVETAIL ANCHOR SLOT
DS     DOWNSPOUT
D      DRAIN
DT     DRAIN TILE
DWR    DRAWER
DWG    DRAWING
DF     DRINKING FOUNTAIN
DW     DUMBWAITER

ARCHITECT
CONNOLLY ARCHITECTS, INC.
229 E. Wisconsin Ave. Suite 1000
Milwaukee, WI  53202
Phone: (414) 289-0900
FAX: (414) 289-7762
Contact: Heather Wogsland 
E-mail: hwogsland@triglyph.net
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SCALE: 1/8'' =  1' - 0''
A1 PROPOSED SITE PLAN

0 4' 8' 16'

PLAN
NORTH

20'-0"

5'
-0

"

5'-0"
V

IF

VIF

NEW CONCRETE
SIDEWALK.

NEW LANDSCAPE
IN EXISTING AREA

NEW VAN ACCESSIBLE
PARKING SPACE,

STRIPING AND SIGN

100

99.7 VIF

99.2

99.7 VIF

99.2

99.7 VIF

NEW CONCRETE
RAMPS. SEE
C2/AS101.

99.2

NEW ASPHALT AT
ACCESSIBLE SPACE.

99.2

NEW CONCRETE
WHEEL STOP.

99.2 VIF

NEW CONCRETE
STOOP W/
FOOTINGS AT NEW
EXIT DOOR

RESTRIPE AS NEEDED AT
REMOVED PARKING
STRIPING.

99.2

NEW STONE MULCH UNDER
BUILDING OVERHANG

99.799.7

99.7

99.7

100

NEW CONCRETE
SIDEWALK.

EXISTING BUILDING
FFE 100'-0" = 124.66'
SURVEY BENCHMARK

PHASED CONSTRUCTION:
EXISTING CONCRETE AT MAIN
ENTRY TO REMAIN IN PLACE
UNTIL SCHEDULED FOR
DEMOLITION/REPLACEMENT
DURING A BAINKING HOLIDAY.

VERIFY IN FIELD WITH OWNER
EXTENTS OF REMOVED
CONCRETE. SAW CUT AT

EXISTING CONCRETE JOINT.

NOTE:
CONCRETE JOINT PATTERN
SHOWN FOR REFERENCE ONLY -
NOT TO BE SCALED. DETERMINE
IN FIELD ACTUAL JOINT
LOCATIONS ON A 5'-0" X 5'-0" GRID.

8'-
0"

8'-
0"

4'-
0"

NEW ATM ON NEW 12"
CONCRETE PAD WITH

PERIMETER 6" HIGH INTEGRAL
CURB. RADIUS ALL CURB EDGES

1/2" MIN.

PATCH EXISTING
ASPHALT TO MATCH AT
NEW CONSTRUCTION.

6" CONCRETE FILLED
BOLLARDS.

6" CONCRETE FILLED
BOLLARDS.

99.2

NEW STONE MULCH
INSIDE NEW CURB AREA.

RADIUS ALL CURB
EDGES 1/2" MIN.

99.8

SCALE: 1/8'' =  1' - 0''
A3 DEMOLITION SITE PLAN

0 4' 8' 16'

PLAN
NORTH

22'-6 3/8"

8'
-6

"

33
'-0

" V
IF

19
'-5

" V
IF

VIF

14
'-8

" V
IF

REMOVE EXISTING
ATM, CONCRETE CURB

AND CONCRETE
BOLLARDS. PATCH

ASPHALT AS NEEDED.

REMOVE EXISTING
LIGHT POLE

REMOVE EXISTING
ACCESSIBLE PARKING
SIGN AND STRIPING

REMOVE EXISTING
SIDEWALK AND GRASS

AREA FOR NEW ATM AND
ACCESSIBLE PARKING

SPACE.

REMOVE EXISTING
CONCRETE WALK.

EXISTING
BUILDING

PHASED CONSTRUCTION:
EXISTING ATM TO REMAIN IN
PLACE UNTIL NEW ATM IS FULLY
INSTALLED AND OPERATIONAL.

PHASED CONSTRUCTION:
EXISTING CONCRETE AT MAIN
ENTRY TO REMAIN IN PLACE
UNTIL SCHEDULED FOR
DEMOLITION/REPLACEMENT
DURING A BAINKING HOLIDAY.

PHASED CONSTRUCTION:
EXISTING CONCRETE AT MAIN
ENTRY TO REMAIN IN PLACE
UNTIL SCHEDULED FOR
DEMOLITION/REPLACEMENT
DURING A BAINKING HOLIDAY.

VERIFY IN FIELD WITH OWNER
EXTENTS OF REMOVED
CONCRETE. SAW CUT AT

EXISTING CONCRETE JOINT.

NOTE:
CONCRETE JOINT PATTERN
SHOWN FOR REFERENCE ONLY -
NOT TO BE SCALED. DETERMINE
IN FIELD ACTUAL JOINT
LOCATIONS ON A 5'-0" X 5'-0" GRID.

C5 SITE NOTES & LEGEND
100

FH

WHEEL STOP

SIGN

BOLLARD

SITE SYMBOL KEY

FIRE HYDRANDT

SITE GENERAL NOTES

1.   IN PLANTING AREAS:  COORDINATE WITH OWNERS LANDSCAPE
CONTRACTOR.

2.   PROVIDE AND INSTALL A SINGLE FILTER FABRIC FENCE AROUND
ENTIRE PERIMETER OF DISTURBED AREA OF SITE PER WISCONSIN
CONSTRUCTION SITE BEST MANAGEMENT PRACTICE HANDBOOK,
CHAPTER 3, SECTION B.1.  PROVIDE GRAVEL STABILIZATION PAD
PER WISCONSIN CONSTRUCTION SITE BEST MANAGEMENT
PRACTICE HANDBOOK, CHAPTER 3, SECTION G.1.

3.  ELECTRICAL CONTRACTOR SHALL COORDINATE POWER AND DATA
TO NEW ATM MACHINE LOCATION AND REMOVAL OF POWER TO
DEMOLISHED LIGHT FIXTURE.

4. NEW CONCRETE SIDEWALK AND CURBS TO COORDINATE WITH
EXISITNG GRADE ELEVATIONS. VIF

5. NEW ATM BY FIRST FEDERAL BANK FROM ATM MANUFACTURERS
OPTIONS. VERIFY INSTALLATION WITH OWNER SELECTION
INFORMATION.

LIGHT POLE -
NUMBER OF HEADS AS SHOWN

SPOT ELEVATION

SCALE: 1/2'' =  1' - 0''
C4 BOLLARD DETAIL

0 1' 2' 4'

1'-0" 1'-0"

3'
-1

0"

4'
-1

"
4'

-2
"

2"

1'
-0

"

4'-0"

PROVIDE BLUE PLASTIC
POST COVER - COLOR AS
SELECTED.

2'-0" DIA. CONCRETE BASE

6" DIA. SCHEDULE 80
METAL PIPE - FILLED WITH
CONCRETE - PAINTED
SAFETY YELLOW

TOP OF ATM PAD

TOP OF ASPHALT PAVING

SCALE: 1/2'' =  1' - 0''
C3 ACCESSIBLE PARKING SIGN

0 1' 2' 4'

5'
-6

"

12" x 18" SIGN W/
INTERNATIONAL SYMBOL OF
ACCESSIBILITY & TEXT SHOWN

VERIFY COPY & COLOR
W/ LOCAL CODE
OFFICIAL

CONCRETE SIDEWALK

2" GALVANIZED POST

12" Ø CONC., 3'-0" DEEP

HANDICAPPED
PARKING

ONLY

VAN ACCESSIBLE

cL
 S

IG
N

SCALE: 1/4'' =  1' - 0''
C1 CURB RAMP DETAIL

0 2' 4' 8'

SEE SITE PLAN 6'-0"

6'
-0

"

CONC. APRON

DETECTABLE WARNING PER ANSI 117.1 705

FLARED SIDES 1:10
SLOPE MAX.

S
LO

P
E

D
A

P
R

O
N

1:
12

PLAN VIEW

SECTION VIEW
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A5 GENERAL & KEYNOTES

DEMOLITION NOTES - GENERAL

1.  CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS AND CONDITIONS AT
JOB SITE. FIELD VERIFY EXACT COMPOSITION OF ALL WALLS TO BE
REMOVED.

2.   CONTRACTOR IS RESPONSIBLE FOR MAINTAINING CONTINUOUS
UTILITY SERVICE TO ALL SPACES IN THE BUILDING NOT AFFECTED BY
THIS WORK. ANY DISRUPTION IN SERVICES REQUIRED TO PERFORM
WORK OR TO MODIFY EXISTING PIPING, DUCTWORK OR ANY
ASSOCIATES EQUIPMENT MUST BE COORDINATED WITH THE OWNER.

3.   PLUMBING, HVAC AND ELECTRICAL DESIGN BUILD CONTRACTORS
SHALL BE RESPONSIBLE FOR DETERMINING THE EXTENT OF
DEMOLITION WORK REQUIRED AND FOR FIELD VERIFYING EXISTING
CONDITIONS.

4.   ALL ITEMS TO BE REMOVED BY GENERAL CONTRACTOR UNLESS
OTHERWISE NOTED.

5. AT ALL REMOVED FLOORING - REMOVE MASTIC FOR INSTALLATION OF
NEW FLOORING MATERIAL.

SCALE: 1/4'' =  1' - 0''
A1 DEMOLITION PLAN

0 2' 4' 8'

PLAN
NORTH

3'
-4

"

REMOVE EXISTING DOOR AND
SIDELIGHT. RETAIN EXISTING DOOR
FOR REINSTALLATION IN NEW
CUSTOM FRAME.

REMOVE EXISTING MASONRY
WALLS, DOORS AND PLUMBING
FIXTURES AND ACCESSORIES.

REMOVE EXISTING
DOORS AND WALL.

REMOVE EXISTING SHELF AND ROD.

SAW CUT BRICK AND REMOVE
EXISTING EXTERIOR MASONRY
TO U.S. OF SOFFIT FOR NEW EXIT
DOOR AND FRAME. SALVAGE
BRICK AS NEEDED FOR
TOOTHING IN AT NEW JAMB.

REMOVE EXISTING CARPET
AND CEILING IN CORRIDOR

REMOVE EXISTING CERAMIC TILE
FLOOR AND WALL BASE.

REMOVE EXISTING CARPET AND CEILING IN CLOSET.

REMOVE EXISTING
CARPET AND
CEILING IN AREA OF
NEW STORAGE
CLOSET.

REMOVE EXISTING GWB
SOFFIT

REMOVE EXISTING CEILING.

EXISTING STORAGE
SHELVING TO
REMAIN.

PHASE TOILET ROOM DEMOLITION &
CONSTRUCTION TO ALLOW MEN'S TOILET TO

REMAIN IN USE WHILE WOMEN'S TOILET IS
BEING BUILT.

REMOVE EXISTING SIDEWALK AT
NEW EXIT DOOR FOR NEW

CONCRETE STOOP.

REMOVE (3) EXISTING RECESSEC CAN LITES AND
SALVAGE FOR REINSTALLATION.

SALVAGE EXISTING FACE BRICK
TO TOOTH IN AT NEW EXPOSED
WALL FACE.

REMOVE EXISTING
SIDEWALK AT EXISTING

BUILDING.

REMOVE EXISTING
SIDEWALK AT EXISTING

BUILDING.

CUSTOMER LOBBY

CLO

CLO

OFFICE OFFICE

ENTRY

CORR

ENTRY

TELLER AREA

LUNCH/WORK

ALCOVE

CONF/OFFICE

MEN TLT WOMEN TLT

CORR

UTILITY ROOM

WORKROOM

OFFICE
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A5 GENERAL & KEYNOTES

#

CONSTRUCTION GENERAL NOTES

1.   CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND CONDITIONS AT THE
JOB SITE.

2.  CONTRACTOR SHALL MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL SPACES
IN THE BUILDING.  ANY DISRUPTION IN SERVICES SHALL BE COORDINATED WITH
THE OWNER.  CONTRACTOR SHALL PATCH ALL OPENINGS IN FLOOR, ROOF AND
WALLS WHICH REMAIN AFTER ALTERATIONS TO BUILDING HAVE BEEN
COMPLETED. PATCH TO MATCH EXISTING.

4.  PLUMBING, HVAC AND ELECTRICAL DESIGN BUILD CONTRACTORS SHALL BE
RESPONSIBLE FOR THE DESIGN OF THEIR SYSTEMS, COORDINATION WITH
OTHER TRADES. THE CONTRACT DOCUMENTS INDICATE THE EXTENT OF THE
PLUMBING, HVAC AND ELECTRICAL WORK DIAGRAMMATICALLY. ALL
CONTRACTORS AND/OR SUBCONTRACTORS SHALL COORDINATE THEIR WORK
WITH THE GENERAL CONTRACTOR. THE VARIOUS  CONTRACTORS /
SUBCONTRACTORS SHALL ROUTE AND/OR OFFSET THEIR WORK TO AVOID
CONFLICTS WHICH MAY APPEAR IN THE CONTRACT DOCUMENTS OR BECAUSE
OF JOB CONDITIONS. THIS REROUTING AND/OR OFFSETTING SHALL BE DONE AT
NO ADDITIONAL COST TO THE OWNER. WORK SHALL BE APPROVED BY OWNER
AND ARCHITECT.

5.       - SYMBOL INDICATES WALL TYPE.  SEE SHEET A501 FOR WALL TYPE DETAILS.
ALL DRYWALL PARTITIONS SHALL BE TYPE 4, UNLESS NOTED OTHERWISE

6.   PROVIDE PORTABLE FIRE EXTINGUISHERS PER NFPA AND IBC CODE
REQUIREMENTS.

7.   PATCH ALL EXISTING OPENINGS IN FLOOR, ROOF, AND WALLS WHICH REMAIN
AFTER EXISTING PLUMBING AND MECHANICAL SYSTEMS HAVE BEEN REMOVED.

8. PATCH ANY AREAS DISTURBED BY CONSTRUCTION TO MATCH EXISTING.

9. SEE SHEET A501 FOR TOILET ROOM ACCESSORY KEY.

10. TOILET ROOM CONSTRUCTION TO BE PHASED TO KEEP EXISTING MENS TOILET
IN OPERATION WHILE NEW WOMENS TOILET IS BEING CONSTRUCTED.

108

110 111

115

106

6'-8" 7" 6'-8"

4'
-2

"

3'
-4

" 1'
-0

"

1'-6" 1'-6"

3'-6"

A2
A501

B2
A501

B2
A501

A4
A201

ALIGN FACE OF WALL

2

3

11
VCT EXIST

CT EXIST

4

4

4

PHASE TOILET ROOM DEMOLITION &
CONSTRUCTION TO ALLOW MEN'S TOILET TO
REMAIN IN USE WHILE WOMEN'S TOILET IS
BEING BUILT.

PT3 ACCENT WALL

NEW CONCERE
STOOP WITH

FROST WALL.

PT3 ACCENT WALL

PT3 ACCENT WALL

TOOTH IN SALVAGED FACE BRICK AT
NEW EXPOSED WALL FACE.

NEW STONE MULCH AT
REMOVED SIDEWALK

NEW STONE MULCH AT
REMOVED SIDEWALK

NEW STONE MULCH AT
REMOVED SIDEWALK

NEW CONCERE
WALK

NEW CONCERE
WALK

OFFICE
115

OFFICE
114

OFFICE
113

VESTIBULE
112

LUNCH/WORK ROOM
104

WORKROOM
105

TELLERS
103

LOBBY
101

CONFERENCE
102

VESTIBULE
100

STOR
106

COFFEE
107

MECHANICAL
109

WOMEN
111

MEN
110

CORRIDOR
108

OPEN OFFICE
116

PLAN
NORTH

SCALE: 1/4'' =  1' - 0''
A1 FLOOR PLAN PHASE 1

0 2' 4' 8'

PT2 PT2

GB1 GB3GB2GB2GB1GB3

CT

EXIST

TP1

TP1

CT

EXIST
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108

110 111

115

106

116A

116B

6'-0"

1'
-6

" M
IN

ALIGN NEW WALL WITH EXISTING

ALIGN NEW WALL WITH EXISTING

REMOVE EXISTING HALF
WALL AND CAP

EX CT EX CPT

EX CT

EX CPT

4

4

4

4

OFFICE
115

OFFICE
114

OFFICE
113

VESTIBULE
112

LUNCH/WORK ROOM
104

WORKROOM
105

TELLERS
103

LOBBY
101

CONFERENCE
102

VESTIBULE
100

STOR
106

COFFEE
107

MECHANICAL
109

WOMEN
111

MEN
110

CORRIDOR
108

OPEN OFFICE
116

A5 GENERAL & KEYNOTES

#

CONSTRUCTION GENERAL NOTES

1.   CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND CONDITIONS AT THE
JOB SITE.

2.  CONTRACTOR SHALL MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL SPACES
IN THE BUILDING.  ANY DISRUPTION IN SERVICES SHALL BE COORDINATED WITH
THE OWNER.  CONTRACTOR SHALL PATCH ALL OPENINGS IN FLOOR, ROOF AND
WALLS WHICH REMAIN AFTER ALTERATIONS TO BUILDING HAVE BEEN
COMPLETED. PATCH TO MATCH EXISTING.

4.  PLUMBING, HVAC AND ELECTRICAL DESIGN BUILD CONTRACTORS SHALL BE
RESPONSIBLE FOR THE DESIGN OF THEIR SYSTEMS, COORDINATION WITH
OTHER TRADES. THE CONTRACT DOCUMENTS INDICATE THE EXTENT OF THE
PLUMBING, HVAC AND ELECTRICAL WORK DIAGRAMMATICALLY. ALL
CONTRACTORS AND/OR SUBCONTRACTORS SHALL COORDINATE THEIR WORK
WITH THE GENERAL CONTRACTOR. THE VARIOUS  CONTRACTORS /
SUBCONTRACTORS SHALL ROUTE AND/OR OFFSET THEIR WORK TO AVOID
CONFLICTS WHICH MAY APPEAR IN THE CONTRACT DOCUMENTS OR BECAUSE
OF JOB CONDITIONS. THIS REROUTING AND/OR OFFSETTING SHALL BE DONE AT
NO ADDITIONAL COST TO THE OWNER. WORK SHALL BE APPROVED BY OWNER
AND ARCHITECT.

5.       - SYMBOL INDICATES WALL TYPE.  SEE SHEET A501 FOR WALL TYPE DETAILS.
ALL DRYWALL PARTITIONS SHALL BE TYPE 4, UNLESS NOTED OTHERWISE

6.   PROVIDE PORTABLE FIRE EXTINGUISHERS PER NFPA AND IBC CODE
REQUIREMENTS.

7.   PATCH ALL EXISTING OPENINGS IN FLOOR, ROOF, AND WALLS WHICH REMAIN
AFTER EXISTING PLUMBING AND MECHANICAL SYSTEMS HAVE BEEN REMOVED.

8. PATCH ANY AREAS DISTURBED BY CONSTRUCTION TO MATCH EXISTING.

9. SEE SHEET A501 FOR TOILET ROOM ACCESSORY KEY.

10. TOILET ROOM CONSTRUCTION TO BE PHASED TO KEEP EXISTING MENS TOILET
IN OPERATION WHILE NEW WOMENS TOILET IS BEING CONSTRUCTED.SCALE: 1/4"   =    1'-0"A1 FLOOR PLAN PHASE 2
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SCALE: 1/4'' =  1' - 0''
A1 REFLECTED CEILING PLAN PHASE 1

0 2' 4' 8'

B
B

PLAN
NORTH

A

C C

D D D

D

8'-0"

9'-0"

9'-0"9'-0"

9'-0"

EXIST - VIF

EXIST - VIF

EXIST - VIF

EXIST - VIF

EXIST - VIF

EXIST - VIF

EXIST - VIF EXIST - VIF

EXIST - VIF

EXIST - VIF

NEW GWB SOFFIT @ 8'-0" - PT1

REPLACE EXISTING
HVAC GRILLES WITH
NEW GRILLES IN NEW
CEILINGS - DESIGN BY
HVAC CONTRACTOR.

PROVIDE NEW HVAC
GRILLES IN NEW
CEILINGS AS REQUIRED
BY CODE.

EXISTING CEILING
GRID, TILE, LIGHTS AND
HVAC GRILLES TO
REMAIN.

PROVIDE NEW IN-LINE
EXHAUST FAN TO THE
EXTERIOR FOR NEW TOILET
ROOMS. SWITCH WITH LOBBY
LIGHTS.

E

OFFICE
115

OFFICE
114

OFFICE
113

VESTIBULE
112

LUNCH/WORK ROOM
104

WORKROOM
105

TELLERS
103

LOBBY
101

CONFERENCE
102

VESTIBULE
100

STOR
106

COFFEE
107

MECHANICAL
109

WOMEN
111

MEN
110

CORRIDOR
108

OPEN OFFICE
116

A5 RCP LEGEND & NOTES

B

C

10'-0"

REFLECTED CEILING LEGEND

REFLECTED CEILING GENERAL NOTES

1.   WHERE NEW WALLS PENETRATE EXISTING CEILING SYSTEMS TO
REMAIN, REMOVE EXISTING CEILING SYSTEM AS REQUIRED AND
PATCH TO MATCH EXISTING CEILING SYSTEM TO NEW WALL.

2.   HVAC SUPPLY AND RETURN GRILLES, IF SHOWN, ARE FOR
CONCEPT ONLY.  HVAC DESIGN/BUILD CONTRACTOR SHALL BE
RESPONSIBLE FOR FINAL DESIGN.

3.  E.C. IS RESPONSIBLE FOR ALL LIGHTING DESIGN INCLUDING
EGRESS LIGHTING DESIGN AND FOR SUBMITTAL (IF REQUIRED)
TO AUTHORITY HAVING JURISDICTION.

10. NEW TOILET ROOM EXHAUST TO BE CONNECTED TO A NEW IN-
LINE EXHAUST FAN TO THE EXTERIOR. FAN TO BE SWITCHED
WITH LOBBY LIGHTING.

11. NEW LIGHT FIXTURES TO MATCH BUILDING STANDARD TYPE FOR
LAMP REPLACEMENT AND APPEARANCE.

2x4 FLUORESCENT LIGHT FIXTURE

2x2 FLUORESCENT LIGHT FIXTURE

UNDER CABINET MOUNTED FIXTURE

DRYWALL SOFFIT @ HEIGHT NOTED

WALL MOUNTED LIGHT FIXTURE

RECESSED CAN LIGHT

EXIT SIGN. VERIFY QTY & LOCATION W/ FIRE MARSHALL

CEILING MOUNTED EXHAUST FAN

CEILING HEIGHT

LIGHT FIXTURES SPECIFICATIONS:

A: MATCH LIGHT FIXTURES AND LAMP TYPES CURRENTLY BEING USED IN THE
MAIN BUILDING SPACE, OR RELOCATE AN EXISTING NEARBY FIXTURE TO NEW
LOCATION. SWITCH SEPARATELY.

B. FEISS SULLIVAN 3 - LIGHT FIXTURE #VS16103-HTBZ

C: JUNO 4" 75W NR16 LOW VOLTAGE FIXTURE W/ ADJUSTABLE AIMING ELBOW
TRIM #449-WH.

D. EXISTING RECESSED CAN LITES TO BE REMOVED AND REINSTALLED.
PROVIDE ADDITIONAL MATCHING LITES AS NEEDED. RELAMP WITH NEW LED
LAMPS.

E. UNDERCABINET LIGHT - PROVIDE WALL SWITCH.
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B
B

A

C C

D D D

D D

D

9'-0"

EXISTING CEILING SYSTEM TO
REMAIN, REMOVE EXISTING
CEILING SYSTEM AS REQUIRED
AND PATCH TO MATCH EXISTING
CEILING SYSTEM TO NEW WALL.

EXISTING CEILING SYSTEM TO
REMAIN, REMOVE EXISTING

CEILING SYSTEM AS REQUIRED
AND PATCH TO MATCH EXISTING
CEILING SYSTEM TO NEW WALL.

NEW ACT CEILING TO MATCH
EXISTING IN CORRIDOR 108.

GWB SOFFIT TO REMAIN

PROVIDE NEW HVAC
GRILLES IN NEW
CEILINGS AS REQUIRED
BY CODE.

PROVIDE NEW
RECESSED CANS WITH
LED LAMPS TO MATCH
EXISTING.

EXISTING CEILING GRID, TILE,
LIGHTS AND HVAC GRILLES TO
REMAIN. RELOCATE AS
REQUIRED BY NEW
CONSTRUCTION.

EXISTING CEILING GRID, TILE,
LIGHTS AND HVAC GRILLES TO
REMAIN. RELOCATE AS
REQUIRED BY NEW
CONSTRUCTION.

OFFICE
115

OFFICE
114

OFFICE
113

VESTIBULE
112

LUNCH/WORK ROOM
104

WORKROOM
105

TELLERS
103

LOBBY
101

CONFERENCE
102

VESTIBULE
100

STOR
106

COFFEE
107

MECHANICAL
109

WOMEN
111

MEN
110

CORRIDOR
108

OPEN OFFICE
116

SCALE: 1/4"   =    1'-0"A2 REFLECTED CEILING PLAN PHASE 2
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9'
-0

" V
IF

3'-4"

A3
A201

NEW INSULATED HOLLOW METAL
DOOR AND FRAME WITH FIXED
INSULATED HM PANEL AT HEAD

EXISTING MASONRY TO BE
REMOVED TO U.S. OF SOFFIT.
SALVAGE FOR USE TO TOOTH IN
AT NEW MASONRY JAMBS.

EXISTING EIFS OVERHANG WITH
SOFFIT BELOW.

EGRESS LIGHTING BY EC.

9'
-0

" V
IF

4'
-0

"

ATTACH NEW DOOR
FRAME HEAD TO
EXISTING METAL
FRAMING. PROVIDE
ADDITIONAL
REINFORCEMENT
AS REQUIRED.

EXISTING SOFFIT TO REMAIN

NEW IHM DOOR IN
HM FRAME.

5" SLAB-ON-GRADE WITH #4
AT 12" O.C. EACH WAY ON 44"
FROST RESISTANT MATERIAL
(2" TO 3" ROCK)

CUT AND REPAIR SOFFIT AT
NEW FRAME INSTALLATION AS

NEEDED.

EXISTING WALL
FRAMING TO
REMAIN. PROVIDE
HEADER AS
NEEDED FOR NEW
OPENING.

BOND BEAM W/ (2) #5 CONT.

12" X 1'-6" FOOTING W/ (2) #5
CONT. AND #4 X 2'-6" FTG
DOWEL AT 4'-0" O.C.
GROUTED SOLID IN CMU
CELLS.

VIF

+100'-0"
1st FLOOR

+112'-0"
ROOF

SCALE: 1/4"   =    1'-0"A4 WEST ELEVATION
SCALE: 3/4"   =    1'-0"A3 BUILDING SECTION

CONTRACTOR CAN SUBSTITUTE
REINFORCED POURED CONCRETE
FROST FOOTING IF DESIRED - DESIGN
BY OTHERS.
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SCALE: 1'' =  1' - 0''
A1 PARTITION TYPES

0 6'' 1' 2'

6"

7 1/4"

4 7/8"

6"

4 7/8"

2 1/4"

5/8" GWB UP TO DECK
OPPOSITE SIDE

FLOOR

6" METAL STUDS 24" O.C.
(20-GAUGE MIN) UP TO DECK

FLOOR

5/8" GWB UP TO 6" ABOVE FINISH
CEILING ONE SIDE

5/8" GWB UP TO 6" ABOVE FINISH
CEILING APPLIED VERTICALLY,
JOINTS STAGGERED, TYP.

3 5/8" METAL STUDS 24" O.C.
(20-GAUGE MIN) UP TO 6" ABOVE
FINISH CEILING

FLOOR/ROOF DECK

FLOOR/ROOF DECK

1 5/8" METAL STUDS 24" O.C.
(20-GAUGE MIN) UP TO DECK
W/ dB-BLOC SOUND BARRIER
MEMBRANE BY NETWELL
NOISE CONTROL ON TOILET
ROOM SIDE FACE OF STUDS.

5/8" GWB UP TO DECK,
APPLIED VERTICALLY,
JOINTS STAGGERED, TYP.

3 5/8" METAL STUDS 24" O.C. (20-GAUGE
MIN) UP TO DECK WITH 3-1/2"
ACOUSTICAL BATT INSULATION

FLOOR

5/8" GWB UP TO DECK
OPPOSITE SIDE

5/8" GWB UP TO 6" ABOVE FINISH
CEILING ONE SIDE

FLOOR/ROOF DECK

FLOOR/ROOF DECK

ACOUSTICAL SEALANT @ TOP AND
BOTTOM OF WALL. INSTALL
ACOUSTICAL SEALANT AT ALL
WALL PENETRATIONS

ACOUSTICAL SEALANT @ TOP (SEAL ALL
VOIDS) AND BOTTOM OF WALL. INSTALL
ACOUSTICAL SEALANT AT ALL WALL
PENETRATIONS

ACOUSTICAL INSULATION
TO STRUCTURE.

ACOUSTICAL INSULATION
TO STRUCTURE.

PARTITION TYPES GENERAL NOTES:

2

1

1 1" = 1'-0"
METAL STUD PARTITION

SEE ROOM FINISH SCHEDULE
FOR ALL FINISHES.5" NOM

SEE ROOM FINISH SCHEDULE
FOR ALL FINISHES.

METAL STUD PARTITION
1" = 1'-0"

7" NOM

2

PARTITION TYPE GENERAL NOTES:

1.  SEE ROOM FINISH SCHEDULE FOR BASE AND CEILING
TYPES, HEIGHTS AND LOCATIONS.

2.  PROVIDE 3/4" ALLOWANCE FOR DEFLECTION OF
STRUCTURE ABOVE AT ALL FULL HEIGHT WALLS.

3.  SEE U. L. MANUAL FOR ADDITIONAL CONSTRUCTION
REQUIREMENTS AT ALL  U. L. LISTED WALLS.  ALL
PENETRATIONS SHALL COMPLY WITH  IBC 712

4.  ALL PARTITIONS SHALL EXTEND FULL HEIGHT TO
FLOOR/ROOF DECK UNLESS NOTED OTHERWISE

5.  ALL PARTITIONS NOT  EXTENDED TO DECK SHALL
EXTEND 6" ABOVE HIGHEST ADJACENT CEILING UNLESS
NOTED OTHERWISE

SEE ROOM FINISH SCHEDULE
FOR ALL FINISHES.

METAL STUD PARTITION
1" = 1'-0"

3

3

2" NOM

4 METAL STUD PARTITION
1" = 1'-0"

SEE ROOM FINISH SCHEDULE
FOR ALL FINISHES.

4

5" NOM

ROOM SIDE

CORRIDOR
SIDE

SCALE: 3/4'' =  1' - 0'' W
or

ks
he

etC4 TYP. BASE CABINET SECTION
0 1' 2' 3'

2'-1"

1" 3" 1'-9"

4"
1'

-1
0"

1/
8"

6"3/
8"

1 
1/

2"
4"

2'
-1

0"

LAMINATE COUNTERTOP

CONTINUOUS 2x4 WOOD
BLOCKING BETWEEN
WALL STUDS

LAMINATE BASE CABINET
W/ DRAWERS AND ADJ.
SHELF ON STANDARDS

BASE FINISH (SEE ROOM
FINISH SCHEDULE)

1/4" PLYWOOD BACK

PL2 COUNTER TOP

PL1 BASE CABINET

U
N

O
 O

N
 E

LE
VA

TI
O

N
S

NOTE:
PROVIDE SHOP DRAWINGS TO
ARCHITECT FOR APPROVAL
PRIOR TO FABRICATION

UNO ON PLAN OR
ELEVATIONS

MELAMINE INTERIOR

WIRE PULLS

SCALE: 3/4'' =  1' - 0''
B4 TYP. UPPER CABINET
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1'-2"
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-0

" A
.F

.F
. U

.N
.O

. O
N

 E
LE

VA
TI

O
N

S

LAMINATE UPPER CABINET  W/
ADJ. SHELVES ON STANDARDS.
SEE INTERIOR ELEVATIONS FOR
NUMBER OF SHELVES

CONTINUOUS 2x4 WOOD
BLOCKING BETWEEN
STUDS

WIRE PULLS (TYP.)

1/4" PLYWOOD BACK

MELAMINE INTERIOR

GWB SOFFIT

PL1 UPPER CABINET WITH

NOTE:
PROVIDE SHOP DRAWINGS TO
ARCHITECT FOR APPROVAL
PRIOR TO FABRICATION

SCALE: 3/8'' =  1' - 0''
A2 COFFEE COUNTER

C4
A501

B4
A501

7'
-0

"

2'
-1

0"
4"

1'
-1

0"
2'

-0
"

LAMINATE SINK BASE
CABINET (PL1)

LAMINATE UPPER
CABINETS W/ (1)
ADJUSTABLE LAMINATE
SHELF (PL1)

LAMINATE COUNTERTOP
W/ 4" BACK SPLASH (PL2)

S.S. SINK W/ GOOSENECK
FAUCET & WRIST BLADES

NEW GWB SOFFIT

BASE AS SCHEDULED

LAMINATE BASE CABINET
W/ (1) ADJUSTABLE  SHELF

OPEN
BELOW

SCALE: 3/8'' =  1' - 0''
B2 TOILET ELEVATION

2'
-1

0"
 M

A
X

1'-6"1'-3" MIN

2'
-1

0"

3'-0"

3'
-4

"
1'

-6
"

3'
-4

" M
A

X

3'-6" 5'-0" MIN

3'
-0

"
5 

1/
4"

1'-0"

MI1

SOLID SURFACE
COUNTER TOP WITH
UNDERMOUNT SINK

BOWL AND 4"
BACKSPLASH

GB3

GB2

TP1

SINK W/ INSULATED
WATER LINES PER ADA

CODE

AT3

AT2

AT1

STOP ACCENT
TILES AT SINK
COUNTER/BACK
SPLASH AND
MIRROR FRAME

LCCL

33
"-

36
"

TOILET ACCESSORIES:
 MI1 - 36"x 48" FRAMED MIRROR
 GB1 - 42" GRAB BAR
 GB2 - 36" GRAB BAR
 GB3 - 18" GRAB BAR
 PT2 - PAPER TOWEL DISPENSER
   MOUNT SO OPERABLE HEIGHT IS MAX. 48" AFF
 TP1 - TOILET PAPER DISPENSER
 SD1 - SOAP DISPENSER

PROVIDE SOLID WOOD BLOCKING FOR ALL TOILET ACCESSORIES

SPECIFICATIONS:
SINK FAUCET: KOHLER K-45800-4-CP SINGLE HANDLE FAUCET OR EQUAL.

SINK BOWL: KOHLER K-2215 LADENA UNDERMOUNT SINK OR EQUAL. COLOR 96 BISCUIT.

TOILET: KOHLER K-3519-TR-96 HIGHLINE PRESSUE LITE TOILET OR EQUAL.  COLOR 96
BISCUIT.

VANITY LIGHT: FEISS SULLIVAN 3 - LIGHT FIXTURE #VS16103-HTBZ

CEILING LIGHT: JUNO 4" 75W NR16 LOW VOLTAGE FIXTURE W/ ADJUSTABLE AIMING ELBOW
TRIM #449-WH.

39
"-

41
"

SCALE: 1/4'' =  1' - 0''
A5 DOOR & FRAME TYPES
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FIXED INSULATED
HM PANEL

FLUSH
DOOR

TYPE FL

A
S

 S
C

H
E

D
U

LE
D

AS
SCHED.

1

DOOR SCHEDULE ABBREVIATION LIST:
ABBREV.   DESCRIPTION
AL ALUMINUM
ALG SEE DOOR TYPES
AN ANODIZED
EXIST EXISTING
FL FLUSH
FLG FLUSH W/ GLASS SEE DOOR TYPES
GL GLASS
HGT HEIGHT
HCWD HOLLOW CORE WOOD
HDWR HARDWARE
HM HOLLOW METAL
HR HOUR
IHM INSULATED HOLLOW METAL DOOR
MATL MATERIAL
OH OVERHEAD, SEE DOOR TYPES
P PREFINISHED
P1 PAINT
QTY QUANTITY OF DOORS IN OPENING
STL STEEL
SV STAIN & VARNISH
T TEMPERED
TYPE DOOR OR FRAME TYPE
THK THICK / THICKNESS
UL UNDERWRITERS LABORATORIES
UNO UNLESS NOTED OTHERWISE
VP VISION PANEL
WD SOLID CORE WOOD

FRAME TYPES

DOOR TYPES

CHECK DETAIL LINKS
IF MARKER MOVED YOU NEED TO CHANGE
MARKER ROTATION TO 180ø

FLUSH
DOOR

TYPE IHM

AS
SCHED.

SPECIFICATIONS:

INTERIOR FRAMES:
STEELCRAFT DW16 HM FRAME OR
EQUAL.

EXTERIOR FRAMES:
STEELCRAFT F SERIES 14 GA ZINC-
IRON-ALLOY-COATED
GALVANNEALED STEEL OR EQUAL.

SCALE: 1 1/2'' =  1' - 0''
A4 DOOR FRAME DETAIL

0 6'' 12'' 18''

1'
-0

" M
IN

JAMB ANCHOR

DOOR SWING

HM FRAME

GWB PARTITION - SEE
WALL TYPES

(2) 20 GA METAL STUDS
TO STRUCTURE ABOVE

SEALANT @ PERIMETER,
BOTH SIDES

PROVIDE SOLID GROUT
FILL TO ACCCEPT NEW
EXISTING OPENING
MASONRY FRAME
ANCHORS.

DOOR SWING

HM FRAME - GROUT
SOLID

EXISTING MASONRY
EXTERIOR WALL.
SALVAGE REMOVED
BRICK TO TOOTHI IN AT
NEW JAMBS,

SEALANT @ PERIMETER,
BOTH SIDES

HARDWARE GROUPS:

HG01:
3 EA HINGE 
1 EA PRIVACY SET 
1 EA WALL STOP 

HG02:
3 EA HINGE 
1 EA CLASSROOM LOCK 
1 EA ND SERIES CYLINDER 
1 EA WALL STOP 

HG03:
3 EA HINGE 
1 EA STOREROOM LOCK 
1 EA ND SERIES CYLINDER 
1 EA WALL STOP 

HG04:
3 EA HINGE 
1 EA ENTRANCE LOCK 
1 EA ND SERIES CYLINDER 
1 EA WALL STOP
1 EA OVERHEAD CLOSER 

ALL CYLIDERS TO BE KEYED TO BUILDING STANDARD.
NEW LEVER STYLE AND FINISHES TO MATCH BUILDING STANDARD.

ROOM FINISH SCHEDULE

ROOM NO.

100

101

102
103
104
105

106

107

108

109

110

111

112
113
114
115

116

ROOM NAME

VESTIBULE

LOBBY

CONFERENCE
TELLERS
LUNCH/WORK ROOM
WORKROOM

STOR

COFFEE

CORRIDOR

MECHANICAL

MEN

WOMEN

VESTIBULE
OFFICE
OFFICE
OFFICE

OPEN OFFICE

FLOOR

EX

EX

EX
EX
EX
EX

VCT1

CT1

CT1

EX

CT1

CT1

EX
EX
EX
EX

EX

BASE

EX

VB2

EX
EX
EX
EX

VB1

VB2

VB2

EX

CT1

CT1

EX
EX
EX
EX

VB2

WALLS

NORTH

PT3

PT1

PT3
PT1
EX
EX

PT

PT1

PT1

EX

CT/PT2

CT/PT2

EX
EX
EX
EX

PT1

EAST

PT1

-

PT1
PT1
EX
EX

PT

-

PT1

EX

CT/PT2

CT/PT2

EX
EX
EX
EX

PT1

SOUTH

PT1

PT1

PT1
PT1
EX
EX

PT1

PT1

EX

EX

CT/PT2

CT/PT2

EX
EX
EX
EX

PT1

WEST

PT1

PT1

PT1
-

EX
EX

PT1

PT1

EX

EX

CT/PT2

CT/PT2

EX
EX
EX
EX

PT1

MATL

EX

EX

EX
EX
EX
EX

ACT-EX

GWB

ACT-EX

EX

ACT2

ACT2

EX
EX
EX
EX

EX

REMARKS

PATCH CEILING AND FLOORING AT NEW WALL
CONSTRUCTION. VB2 AT NEW WALL CONSTRUCTION.

NEW GWB SOFFIT AT COFFEE COUNTER UPPER
CABINETS.

VB ON NEW GWB WALLS ONLY. NEW ACT TO MATCH
EXISTING MAIN BANK LOBBY ACT.

CEILING HEIGHT TO BE 8'-6". CT1 TO 3'-0" AFF WITH
ACCENT TILES 1, 2 & 3 ABOVE ALL WALLS - SEE

B2/A501.
CEILING HEIGHT TO BE 8'-6". CT1 TO 3'-0" AFF WITH

ACCENT TILES 1, 2 & 3 ABOVE ALL WALLS - SEE
B2/A501.

PATCH CEILING AND FLOORING AT NEW
CONSTRUCTION. SEE PLAN FOR PAINTED ACCENT

WALL. NEW VB ON NEW GWB WALLS ONLY.

SCALE: 1 1/2'' =  1' - 0''
A3 DOOR FRAME DETAIL

0 6'' 12'' 18''

2"

JAMB ANCHOR

DOOR SWING

HM FRAME

GWB PARTITION - SEE
WALL TYPES

(2) 20 GA METAL STUDS
TO STRUCTURE ABOVE

SEALANT @ PERIMETER,
BOTH SIDES
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DOOR AND FRAME SCHEULE

NO.

106

108

110
111

115

116A
116B

SIZE

WD

3'-0"

3'-0"

3'-0"
3'-0"

3'-0"

3'-0"
3'-0"

HGT

7'-0"

8'-10"

7'-0"
7'-0"

9'-0"

7'-0"
7'-0"

THK

0'-1 3/4"

0'-1 3/4"

0'-1 3/4"
0'-1 3/4"

0'-1 3/4"

0'-1 3/4"
0'-1 3/4"

MATL

WD

IHM

WD
WD

WD

WD
WD

TYPE

FL

FL

FL
FL

FL

FL
FL

FIN

SV

PT4

SV
SV

SV

SV
SV

GLAZE

FRAME

MATL

HM

HM

HM
HM

HM

HM
HM

TYPE

1

1

1
1

1

1
1

FIN

PT5

PT4

PT5
PT5

PT5

PT5
PT5

ASSEMBLY

DETAIL

HEAD

01

JAMB

A3/A501

A4/A501

A3/A501
A3/A501

A3/A501
A3/A501

SILL
FIRE RATING HARDWARE

HG03

HG04

HG01
HG01

HG02

HG04
HG04

REMARKS

7'-0" IHM DOOR WITH FIXED PANEL
ABOVE. VIF HEIGHT OF EXISTING

MASONRY.

REUSE EXISTING WOOD DOOR IN NEW
CUSTOM HM FRAME. PAINT FRAME TO
MATCH EXISTING ALUMINUM FRAME

COLOR.

PHASE 2
PHASE 2

SCALE: 1'       =    1'-0"C1 ROOM FINISH SCHEDULE

D3 DOOR & FRAME SCHEDULE

VERIFY WITH EXISTING
DOOR

FINISH NOTE: DOOR STAIN AND SPECIES TO MATCH EXISTING WOOD DOORS.
 FRAME PAINT TO MATCH EXISTING DOOR FRAMES.

SPECIFICATIONS:
NEW WOOD DOORS TO BE ALGOMA HARDWOODS, INC, FSC SLC-5 STAVE LUMBER CORE DOORS OR
EQUAL.

MATERIALS LIST

VCT1:
MANNINGTON COMMERCIAL
143 FLAX

VB1:
JOHNSONITE
TRADITIONAL 4” BASE
80 FAWN

VB2:
MATCH EXISTING ADJACENT BASE

PT1:
ALL WALLS EXCEPT RESTROOMS WALLS
BENJAMIN MOORE
MANCHESTER TAN #HC-81
SATIN

PT2:
RESTROOM WALLS ABOVE TILE
BENJAMIN MOORE
#CSP-770 SAGE BRUSH
SATIN

PT3:
ACCENT WALLS
TBD

PT4:
EXTERIOR DOOR & FRAME
TBD

PT5:
INTERIOR HM DOOR FRAMES
TBD

SOLID SURFACE:
CAMBRIA
WINDERMERE 0351
SUMMIT (T)  EDGE

CT1: FLOOR/WALL TILE
FIRED EARTH CERAMICS
PORCELAIN TILE
SCAVO WHITE 12” X 24”
OFFSET BRICK PATTERN

AT1: WALL ACCENT TILE
RUSH RIVER STONE
TRAVERTINE
JINSHAN BONE NATURAL STONE
PENCIL LINER

AT2: WALL ACCENT TILE
FIRED EARTH GLASS FUSION
STONE WITH GLASS
TRUJILLO LOSTELLO
GLASS MOSAIC ACCENT BAND

AT3: WALL ACCENT TILE
RUSH RIVER STONE
TRAVERTINE
JINSHAN BONE BARNES
TRIM CAP

PL1:
CABINETS
FORMICA
NATURAL TEAK #8849-58
MATTE FINISH

PL2:
COUNTER TOP
WILSONART
DEEPSTAR AGATE #1815K-35

ACT-EX:
MATCH EXISTING ACT IN MAIN LOBBY

ACT2:
ARMSTRONG
CLEAN ROOM VL 868
SQUARE LAY-IN 15/16"

MIRROR FRAME:
C & C REFLECTIONS
BRONZE 36” X 48”
BEVELED MIRROR

GENERAL FINISH NOTES:
DO NOT INSTALL BASE MATERIAL ON EXISTING FACE BRICK WALLS
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