
1'-7"

CRTB                SEE PLAN
FOR LOCATIONS;
SEE STRUCT DWGS

1/2" EXP JOINT

GRAVEL SUBBASE -
SEE STRUCT DWGS

SEE STRUCT DWGS FOR
FOUNDATION CONDITIONS

SIDEWALK  - SEE
STRUCT DWGS

CONC

PORC -1

FIBER CEMENT WALL
PANELS (FCP)
WEATHER RESISTIVE
BARRIER TYP - SEE
SPEC

1/2" EXTERIOR (CDX)
PLYWD SHEATHING

1 1/2" FOIL FACED
POLYISO (ci) EXTERIOR
BD INSUL

SPRAY FOAM INSUL -
SEE SPEC

PREFINISHED ALUM
STARTER FLASHING
PROFILE PER FCP MFR

6" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

2" RIGID INSUL - EXTEND
VERTICALLY 4'-0" MIN. OR
TO TOP OF FOOTING
WHICH EVER IS LESS

GRAVEL SUBBASE -
SEE STRUCT DWGS

EXPANSION FOAM BY TILE
INSTALLER

1/2" GYP BD
3 5/8" MTL STUDS @ 16" OC

0'-0"
FIN. FLOOR

A1 Fiber Cement Wall Pnl Base at Curb
Exterior Section Detail - 

SCALE: 1 1/2" = 1'-0"

FCP CLIP

WALL TILE - SEE A212
FCP SPACER

FACE FASTENER

2"

1'-9"

1'-7"

FIBER CEMENT WALL
PANELS (FCP)

WEATHER RESISTIVE
BARRIER TYP - SEE SPEC

1/2" EXTERIOR (CDX)
PLYWD SHEATHING

1 1/2" FOIL FACED
POLYISO (ci) EXTERIOR
BD INSUL

SPRAY FOAM INSUL -
SEE SPEC

PREFINISHED ALUM
SILL PAN & COUNTER
FLASHING OVER
CONTINUOUS CLEAT

6" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

6" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

STL TUBE - SEE STRUCT DWGS

BACKER ROD AND
SEALANT TYP

TRANSLUCENT FIBERGLASS
INSULATED SANDWICH
PANEL SYSTEM - SEE SPEC

A2 Translucent Panel Sill
Exterior Section Detail - 

SCALE: 1 1/2" = 1'-0"

FCP SPACER

FACE NAILER

FCP CLIP

2x WD BLKG

3
4" PLYWD CONT

11"

1'-9"

1'-7"

SOLID PREFINISHED ALUM
SOFFIT - SEE SPEC

'J' CHANNEL - MATCH
SOFFIT COLOR

1 1/2" MTL HAT
CHANNELS

1 1/2" FOIL FACED
POLYISO (ci) EXTERIOR
BD INSUL
1/2" EXTERIOR (CDX)
PLYWD SHEATHING

6" MTL STUDS @ 16" OC

SPRAY FOAM INSUL -
SEE SPEC

SEALANT, TYP
2X WD BLKG
BACKER ROD
AND SEALANT

MEMBRANE ROOFING - SEE
APPENDIX 'B'

ROOF INSUL - SEE
APPENDIX 'B'

MTL DECK - SEE STRUCT
DWGS

STL BEAM - SEE STRUCT
DWGS

1/2" GYP BD

6" MTL STUDS @ 16" OC

TRANSLUCENT FIBERGLASS
INSULATED SANDWICH
PANEL SYSTEM - SEE SPEC

A3 Translucent Panel Head
Exterior Section Detail - 

SCALE: 1 1/2" = 1'-0"

11"

9"

ALUM SILL PAN AND
COUNTER FLASHING

ALUM FACED COMPOSITE PANEL -
SEE SPEC;  PROVIDE TIGHT-FIT
MOLDING INSTALLATION SYSTEM AT
PANEL JOINTS AND 1 PIECE TIGHT FIT
END OF RUN 'J' MOLDING
 @ PERIMETER PER MFR
RECOMMENDATIONS

WEATHER RESISTIVE BARRIER
TYP - SEE SPEC

BACKER ROD AND
SEALANT TYP

1/2" EXTERIOR (CDX)
PLYWD SHEATHING

1 1/2" FOIL FACED POLYISO
(ci) EXTERIOR BD INSUL

CRTB                SEE PLAN
FOR LOCATIONS;
SEE STRUCT DWGS

1/2" EXP JOINT
GRAVEL SUBBASE -
SEE STRUCT DWGS
SEE STRUCT DWGS FOR
FOUNDATION CONDITIONS

B1 Vertical Message Tower Sill
Exterior Section Detail - 

SCALE: 1 1/2" = 1'-0"

PROVIDE SPACE BELOW LED
BOX FOR VENTILATION

1/2" GYP BD

BACKER ROD AND
SEALANT

ALUM CURTAINWALL SYSTEM

VB - 1

LPB - 1

EXPANSION FOAM BY TILE
INSTALLER

PROVIDE HEAVY DUTY
SILICONE SEALANT

               HOLD 1/2" A.F.F.

6" MTL STUDS @ 16" OC

3 5/8" MTL STUDS @ 16" OC

SPRAY FOAM INSUL -
SEE SPEC

SIDEWALK  - SEE
STRUCT DWGS CONC

PORC -1

0'-0"
FIN. FLOOR

1"

11"

11"

9"

B2 Vertical Message Tower Head & Sill
Exterior Section Detail - 

SCALE: 1 1/2" = 1'-0"

SOLID PREFINISHED ALUM
SOFFIT - SEE SPEC
SEALANT, TYP

1 1/2" FOIL FACED POLYISO
(ci) EXTERIOR BD INSUL

1/2" EXTERIOR (CDX)
PLYWD SHEATHING

MEMBRANE FLASHING,
TERM BAR, SILL PAN &
ALUM COUNTERFLASHING -
SEE APPENDIX 'B'

MEMBRANE ROOFING -
SEE APPENDIX 'B'

TAPERED INSUL - SEE
APPENDIX 'B'
3/4" C-D EXPOSURE 1
(CDX) FIRE RETARDANT
TREATED PLYWD
SHEATHING

BACKER ROD AND
SEALANT TYP

ALUM CURTAINWALL SYSTEM

2X WD BLKG

BACKER ROD AND
SEALANT TYP
1/2" GYP BD

6" MTL STUDS @ 16" OC  -
SEE STRUCT DWGS

SPRAY FOAM INSUL -
SEE SPEC

2X WD BLKG

BACKER ROD AND
SEALANT TYP

1/2" GYP BD

10" MTL JOISTS - SEE
STRUCT DWGS

LED VERTICAL
MESSAGE TOWER

ALUM CURTAINWALL SYSTEM

6" MTL STUDS @ 16" OC  -
SEE STRUCT DWGS

9"

11"

SOLID PREFINISHED ALUM
SOFFIT - SEE SPEC

'J' CHANNEL - MATCH
SOFFIT COLOR

1 1/2" MTL HAT
CHANNELS

1 1/2" FOIL FACED
POLYISO (ci) EXTERIOR
BD INSUL
1/2" EXTERIOR (CDX)
PLYWD SHEATHING

6" MTL STUDS @ 16" OC

SPRAY FOAM INSUL -
SEE SPEC

BACKER ROD AND
SEALANT TYP

ALUM CURTAINWALL SYSTEM

2X WD BLKG

STL TUBE - SEE STRUCT DWGS

1/2" GYP BD

1/2" GYP BD
BACKER ROD AND
SEALANT TYP

PROVIDE SPACE ABOVE LED
BOX FOR VENTILATION

MEMBRANE ROOFING - SEE
APPENDIX 'B'

ROOF INSUL - SEE
APPENDIX 'B'

MTL DECK - SEE STRUCT
DWGS

LED VERTICAL
MESSAGE TOWER

2"

B3 Vertical Message Tower Head
Exterior Section Detail - 

SCALE: 1 1/2" = 1'-0"

2X WD BLKG

6" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

1 1/2" FOIL FACED POLYISO
(ci) EXTERIOR BD INSUL

FIBER CEMENT WALL
PANELS (FCP)

FCP SPACER

SPRAY FOAM
INSUL - SEE SPEC

1/2" EXTERIOR (CDX)
PLYWD SHEATHING

WEATHER RESISTIVE
BARRIER TYP - SEE SPEC

PREFINISHED ALUM
SILL PAN &
COUNTERFLASHING
OVER CONT CLEAT

BACKER ROD AND
SEALANT

ALUM STOREFRONT SYSTEM
BACKER ROD AND
SEALANT TYP

6" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

LPB - 2

FCP CLIP

FACE FASTENER

SACKING COUNTER

1'-8"

1'-10"

6" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

1 1/2" FOIL FACED POLYISO
(ci) EXTERIOR BD INSUL

FIBER CEMENT WALL
PANELS (FCP)

SPRAY FOAM INSUL -
SEE SPEC

1/2" EXTERIOR (CDX)
PLYWD SHEATHING

WEATHER RESISTIVE
BARRIER TYP - SEE SPEC

MEMBRANE FLASHING,
TERM BAR & ALUM
COUNTERFLASHING - SEE
APPENDIX 'B'

MEMBRANE ROOFING -
SEE APPENDIX 'B'

TAPERED INSUL - SEE
APPENDIX 'B'

3/4" C-D EXPOSURE 1
(CDX) FIRE RETARDANT
TREATED PLYWD
SHEATHING

10" MTL JOISTS @ 24" OC -
SEE STRUCT DWGS

6" MTL STUDS @ 16" OC
- SEE STRUCT DWGS

STEEL COLUMN BEYOND

SLIP TYPE HEAD JOINT - INSTALL
PER MFR'S
RECOMMENDATIONS

3 5/8" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

STL TUBE  SEE STRUCT. DWGS.

1/2" GYP BD

FCP SPACER

SOLID PREFINISHED ALUM
SOFFIT - SEE SPEC
SEALANT, TYP

1 1/2" FOIL FACED POLYISO
(ci) EXTERIOR BD INSUL

FIBER CEMENT WALL
PANELS (FCP)

1/2" EXTERIOR (CDX)
PLYWD SHEATHING

WEATHER RESISTIVE
BARRIER TYP - SEE SPEC

SPRAY FOAM INSUL -
SEE SPEC

FCP CLIP

FASTENER

1/2" GYP BD THERMAL BARRIER
IN CONCEALED SPACE

8"

1'-7"

STL TUBE - SEE STRUCT DWGS

2X WD BLKG

BACKER ROD AND
SEALANT TYP

1/2" GYP BD

6" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

6" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

STEEL COLUMN BEYOND

6" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

1 1/2" FOIL FACED POLYISO
(ci) EXTERIOR BD INSUL

FIBER CEMENT WALL
PANELS (FCP)

FCP SPACER

SPRAY FOAM INSUL -
SEE SPEC

1/2" EXTERIOR (CDX)
PLYWD SHEATHING

WEATHER RESISTIVE
BARRIER TYP - SEE
SPEC

PREFINISHED ALUM SILL
PAN AND COUNTER
FLASHING OVER CONT
ALUM CLEAT

1/2" GYP BD

TRANSLUCENT FIBERGLASS
INSULATED SANDWICH
PANEL SYSTEM - SEE SPEC

FACE FASTENER

FCP CLIP

3
4" PLYWD CONT

1/2" GYP BD THERMAL BARRIER
IN CONCEALED SPACE

11"

1'-7"

STL TUBE - SEE STRUCT DWGS

6" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

STL TUBE - SEE STRUCT DWGS

2X WD BLKG

1/2" GYP BD

BACKER ROD AND
SEALANT TYP

1/2" GYP BD

2X WD BLKG

FCP SPACER

BACKER ROD AND SEALANT
TYP

1 1/2" FOIL FACED POLYISO
(ci) EXTERIOR BD INSUL

FIBER CEMENT WALL
PANELS (FCP)

SPRAY FOAM INSUL -
SEE SPEC

1/2" EXTERIOR (CDX)
PLYWD SHEATHING

WEATHER RESISTIVE
BARRIER TYP - SEE
SPEC

PREFINISHED ALUM SILL
PAN AND COUNTER
FLASHING OVER CONT
ALUM CLEAT

FCP SPACER

BACKER ROD AND
SEALANT TYP

PREFIN ALUM
FLASHING

ALUM STOREFRONT SYSTEM

TRANSLUCENT FIBERGLASS
INSULATED SANDWICH
PANEL SYSTEM - SEE SPEC

3
4" PLYWD CONT

2x WD BLKG

1/2" GYP BD THERMAL BARRIER
IN CONCEALED SPACE

FACE FASTENER

FCP CLIP

FACE FASTENER

1'-10"

1'-8"

ALUM STOREFRONT SYSTEM

SOLID PREFINISHED ALUM
SOFFIT - SEE SPEC
SEALANT, TYP

1 1/2" FOIL FACED
POLYISO (ci) EXTERIOR
BD INSUL

1/2" EXTERIOR (CDX)
PLYWD SHEATHING

MEMBRANE FLASHING, TERM
BAR, SILL PAN & ALUM
COUNTER FLASHING - SEE
APPENDIX 'B'

MEMBRANE
ROOFING - SEE
APPENDIX 'B'
TAPERED INSUL - SEE
APPENDIX 'B'
3/4" C-D EXPOSURE 1
(CDX) FIRE RETARDANT
TREATED PLYWD
SHEATHING

BACKER ROD AND
SEALANT

ALUM STOREFRONT SYSTEM

STL TUBE - SEE STRUCT DWGS

2X WD BLKG

BACKER ROD AND SEALANT
TYP

1/2" GYP BD

1/2" GYP BD

BACKER ROD AND
SEALANT TYP
SPRAY FOAM INSUL -
SEE SPEC

2X WD BLKG

10" MTL JOISTS @ 24" OC -
SEE STRUCT DWGS

6" MTL STUDS @ 16" OC -
SEE STRUCT DWGS

1/2" GYP BD THERMAL BARRIER
IN CONCEALED SPACE

2X WD BLKG

1'-8"

1'-10"
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D2 Canopy Roof at Fiber Cement Panel
Exterior Section Detail - 

SCALE: 1 1/2" = 1'-0"

Exterior
Details

XXX A-502
C1 Storefront Sill at Sacking Counter

Exterior Section Detail - 

SCALE: 1 1/2" = 1'-0"

D3 Translucent Panel Sill
Exterior Section Detail - 

SCALE: 1 1/2" = 1'-0"

C2 Canopy  Roof at Strorefront
Exterior Section Detail - 

SCALE: 1 1/2" = 1'-0"

C3 Translucent Panel Sill/Storefront Head
Exterior Section Detail - 

SCALE: 1 1/2" = 1'-0"

wdevos
Oval


