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130" (INCHES)
120" (INCHES)
103" (INCHES)
73" (INCHES)

46'-0" - 50'-0"
36'-0" - 45'-0"
21'-0" - 35'-0"
10'-0" - 20'-0"

PVC

BOLTS PER
MANUFACTURER'S
RECOMMENDATION

3'
-0

"

TO ADDITIONAL
POLES.

DOUBLE NUT BASE
PLATE

#8 Cu
BOND TO POLE BASE

3/4" X 8' COPPER
GROUND ROD

CONCRETE BASE BY ELECTRICAL
CONTRACTOR.  DESIGN MIX SHALL
MEET REQUIREMENTS FOR EXTERIOR
CONCRETE EXPOSED TO WEATHER.

#3 TIES - SEE CHART
FOR SPACING

(4) REINFORCING ROD
AROUND BASE - SEE
CHART FOR BAR SIZE

MIN. 1" RIGID
STEEL  CONDUIT

X

NOTES:
A DRILLED 2'-0" DIA. HOLE SHALL BE USED AS THE FORM FOR THE CONCRETE BASE IN
UNDISTURBED EARTH, EXCLUDING FILL MATERIAL.

BACKFILL AROUND CONCRETE BASE WITH COMPACTED GRANULAR BACKFILL A MIN. OF 2'-0" IN ALL
DIRECTIONS IN EXCAVATED AREAS OR IN EXISTING SOIL CONTAINING FILL OF OBJECTIONABLE
MATERIAL.

DESIGN BASED ON IBC-2009:  100 MPH WIND SPEED, EXPOXURE C, 150 PSF/FT LATERAL SOIL
PRESSURE, OCCUPANCY CATEGORY II, IMPORTANCE FACTOR 1.0.  5" POLES TO 35', 6" POLES 40'
AND GREATER.  (4) LIGHTS @2.5 SF OF PROJECTION PER LIGHT.
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BASE GROUT DETAIL
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BASECOVER
ON GROUT FOR
FLAT SURFACE
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SEE CHART
BELOW
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FIXTURE HEAD.  SEE
FIXTURE SCHEDULE
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10"

#3 TIE
SPACING
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LIGHT POLE DETAIL  
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PRELIMINARY DATES

PXP2
PHOTOMETRIC
CUT-SHEETS

JULY 9, 2018
AUG. 13, 2018

FIXTURE TYPE: L14, L13H, & L24 FIXTURE TYPE: WP1 FIXTURE TYPE: A


