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SCALE:  1/4"  =  1'-0" SP2.1
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8" D.P. REINF.
CONC. SLAB

SLOPE 2"

CONC. FILLED TUBE STEEL,
4" X 4" X 1/4" X 11'-6" L.,
PAINTED

6" DIA. STEEL BOLLARDS
FILLED WITH CONC. 6'
ABOVE GRADE & 4' BELOW
GRADE WITH 1/2 - 30"Ø X
4' DEEP CONC. PIERS. TYP.

PROVIDE LIMESTONE CAP
AROUND TOP OF WALL, TYP.

3'-8 3/8"

8 YARD DUMPSTER
6'-0" L. X 6'-0" W. X
6'-4" H.

RECYCLE
29"L X
24"W X
37"H COMPACTOR

8'-6" X 12'-0"
(VERIFY SIZE)
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5/4 COMPOSITE FENCE
BOARDS COLOR - TBD

2" TUBE STEEL DOOR
FRAME, PAINTED

SCALE:  1/4"  =  1'-0" SP2.1
2

CONC. FILLED TUBE STEEL,
4" X 4" X 1/4" X 11'-6" L.,
PAINTED

PAIR OF DOORS, 6'-0" H.
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24'-8"  OUT TO OUT OF BLOCK

25'-8"

11'-4 1/2"
7 5/8"

11'-4 1/4"
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24'-10 3/4" (24'-8" OUT TO OUT OF BLOCK)
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THINSET STONE OVER 8"
C.M.U. MATCH STONE
TO BUILDING
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SCALE:  1/4"  =  1'-0" SP2.1
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14'-0", U.N.O. (12'-0" - REFER TO PLAN)

14'-0" OUT TO OUT FOUNDATION

15'-0"

THIN SET STONE OVER 8"
C.M.U. MATCH STONE
ON BUILDING
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2" TUBE STEEL DOOR FRAME,
PAINTED

CONC. FILLED TUBE STEEL,
4 X 4 X 1/4" X 11'-6" L.,
PAINTED

DOUBLE 2" TUBE STEEL FRAMED GATE
HINGED ON TS4, PAINTED

5/4" COMPOSITE FENCE BOARDS
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HINGES: (2) SUCH:
(1) AT TOP OF GATE,
(1) AT BOTTOM OF GATE

12'-0"

OPENING 10'-0" CLEAR MIN.
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SCALE:  3/4"  =  1'-0" SP2.1
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2" TUBE STEEL
DOOR FRAME,
PAINTED

5/4" COMPOSITE
FENCE BOARDS

1 1/4" STEEL TUBE

3/4" STEEL DOWEL

6" CONC. SLAB
OVER 6"
COMPACTED
GRAVEL BASE

SCALE:  3/4"  =  1'-0" SP2.1
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LIMESTONE
COPING

#5 RODS AT 48" O.C.
VERT. WITH CELLS
GROUTED SOLID, TYP.

#5 DOWELS AT 48"
O.C. WITH 16"
PROJ., TYP.

8" CONC. FLOOR
SLAB REINF. W/ 6X6
W1.4XW1.4 W.W.M.
OVER 4" COMP.
GRAVEL BASE

(2) #5 CONT.,
TYP.

(2) #5 CONT., TYP.
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LIMESTONE COPING

DRIP EDGE,
EACH SIDE
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1/2" EXPANSION
JOINT

8" CONC. SLAB
OVER 6"
COMPACTED
GRAVEL BASE

18"Ø X 4' DEEP
CONC. PIER

6" DIA. STEEL BOLLARD
FILLED WITH CONC. 6'
ABOVE GRADE & 4' BELOW
GRADE PAINTED, TYP.

CONCRETE FILLED TUBE STEEL
4" X 4" X 1/4" X 11'-6" L.,
PAINTED

1/2" EXPANSION
JOINT

8" CONC. SLAB
OVER 6"
COMPACTED
GRAVEL BASE

1'-6"

SCALE:  3"  =  1'-0" SP2.1
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SCALE:  3"  =  1'-0" SP2.1
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SCALE:  1/4"  =  1'-0" SP2.1
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6" DIA. STEEL BOLLARDS
FILLED WITH CONC. 6'
ABOVE GRADE & 4' BELOW
GRADE WITH 18"Ø X 4'
DEEP CONC. PIERS. TYP.
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FOUNDATION ABOVE
GRADE 2"

SLOPE CONCRETE SLAB
2" FROM BACK TO FRONT

6" DIA. STEEL BOLLARDS
FILLED WITH CONC. 6'
ABOVE GRADE & 4' BELOW
GRADE WITH 18"Ø X 4'
DEEP CONC. PIERS. TYP.

2
"

1'-6"

2
"

10'-0" APRON

CONC. FILLED TUBE STEEL
4" X 4" X 1/4" X 11'-6"
LONG, PAINTED

6" DIA. STEEL BOLLARDS
FILLED WITH CONC. 6'
ABOVE GRADE & 4' BELOW
GRADE WITH 18"Ø X 4'
DEEP CONC. PIERS. TYP.

1/4" X 1" X 6" TAB
AT 32" O.C. (3 SUCH)
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7 5/8"

CONC. FILLED  TUBE STEEL,
4" X 4" X 1/4" X 11'-6" L.,
PAINTED

THINSET STONE OVER 8"
C.M.U. BLOCK TO MATCH
BUILDING

1/4" X 1" X 6" TAB
AT 32" O.C. (3 SUCH)

MOUNT TUBE STEEL
FLUSH WITH CMU WALL
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DOUBLE 2" TUBE STEEL
FRAMED GATE HINGED
ON TS4, PAINTED

PITCH 2"
TOWARDS
FRONT

GRADE

5/4 COMPOSITE
FENCE BOARDS

WELD TWO POSTS TOGETHER
WITH 3/4" FILLER (3 POINTS)

CONC. FILLED TUBE STEEL,
4" X 4" X 1/4" X 11'-6" L.,
PAINTED
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2 1/2" X 2 1/2" X 1/2" THICK
STEEL PLATE
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1"Ø PIPE X 3" LONG

2 1/2" X 2 1/2" X 1/2" THICK
STEEL PLATE

1" 2 1/2" 4"2"
1"Ø PIPE X 3" LONG

5/4 COMPOSITE FENCE BOARDS

DOUBLE 2" TUBE STEEL FRAMED GATE
HINGED ON TS4, PAINTED
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7 5/8"

18"Ø X 4' DEEP
CONC. PIER

6" DIA. STEEL BOLLARDS
FILLED WITH CONC. 6'
ABOVE GRADE & 4' BELOW
GRADE WITH 18"Ø X 4'
DEEP CONC. PIERS. TYP.
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THINSET STONE VENEER
EACH SIDE OVER 8"
C.M.U. MATCH STONE
TO BUILDING
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THINSET STONE OVER 8"
C.M.U. MATCH STONE
TO BUILDING

THINSET STONE OVER 8"
C.M.U. MATCH STONE
TO BUILDING

THINSET STONE OVER 8"
C.M.U. MATCH STONE
TO BUILDING
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6" DIA. STEEL BOLLARDS
FILLED WITH CONC. 6'
ABOVE GRADE & 4' BELOW
GRADE WITH 18"Ø X 4'
DEEP CONC. PIERS. TYP.
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11/2" Ø STEEL PIPE
HANDRAIL, PAINT
BLACK - TYP.

11/2" Ø STEEL PIPE
GUARDRAIL, PAINT
BLACK - TYP.

CONCRETE RAMP,
REFER TO CIVIL PLANS

3/4" Ø STEEL PIPE
BALLASTERS,
PAINT BLACK - TYP.
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11/2" Ø STEEL PIPE
GUARDRAIL WITH
HANDRAIL, PAINT BLACK -
TYP.
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