
STEEL JOIST1/4" 4"

6'
-0

"
1'

-0
"

1'
-0

"PRE FINISHED VERTICAL METAL
RIB SIDING. COLORS TO BE
COORDINATED WITH BUILDING
PALETTE

PREFABRICATED EPDM TUBE
PIPE FLASHING SET IN SPLICE
ADHESIVE & EDGE TREATMENT

C12x20.7 x 8" LONG SET LEGS
DOWN INTO RIBS OF DECK.
WELD LEGS OF CHANNEL TO
JOIST TOP CHORD BELOW.

ROOFTOP UNIT

4" O.D. PIPE COLUMN
WITH 1/4" PLATE CAP
(0.226" WALL THICKNESS)

PRE FINISHED SHEET METAL
CAP FLASHING. COLOR TO
MATCH SIDING.

4" I.D. PIPE COLUMN
SUPPORT

L3x3x 1_
4
" x CONT.

ANGLE SECURED TO

PIPE COLUMNS

L4x6x 5__
16

" (LLH) x CONT. AT

TOP OF COLUMN - WELD TO

COLUMN CAP.

L3x3x 1_
4
" BETWEEN

COLUMNS FASTENED

TO1_
4
" PLATE @ MID

HEIGHT OF WALL

PANEL.

PROVIDE 1_
8
" x 2" PLATE

X-BRACE STRAPPING IN

LOCATIONS SHOWN ON

PLAN.  WELD TO BACK

SIDES OF COLUMNS.

PROVIDE L4x4x 1_
4
" CORNER

HORIZONTALS AT LOCATIONS

SHOWN ON PLAN - WELD TO

TOP OF COLUMN.

1/8" PER FOOT

SLOPE TO DRAIN MIN.

PROVIDE ROOF PAVERS AT ROOF HATCH AND AT ALL ROOF TOP UNITS.

REFER TO HVAC PLANS FOR EXACT LOCATION.
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1/8" PER FOOT

SLOPE TO DRAIN MIN.

1/8" PER FOOT

SLOPE TO DRAIN MIN.
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SLOPE TO DRAIN MIN.
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SLOPE TO DRAIN MIN.
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SLOPE TO DRAIN MIN.
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ROOF HATCH:  48" X 48" 

CLEAR OPENING 

RTU
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0' - 0"

0' - 0"

0' - 0"

CANOPY (SEE 2/A4.1 FOR HIGH 

SUN SHADE ABOVE CANOPY)6' - 0"
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0
"

27' - 7 3/4" 6' - 0"

33' - 7 3/4"

FINAL RTU LOCATIONS TO BE 

DETERMINED BY HVAC 

DESIGNER. ALL RTU'S TO BE 

SCREENED. SEE DETAIL  5/A4.1. 

PROVIDE TAPERED INSULATION 

AS REQUIRED.

RTU

FINAL RTU LOCATIONS TO BE 

DETERMINED BY HVAC 

DESIGNER. ALL RTU'S TO BE 

SCREENED. SEE DETAIL  5/A4.1. 

PROVIDE TAPERED INSULATION 

AS REQUIRED.

RTU

FINAL RTU LOCATIONS TO BE 

DETERMINED BY HVAC 

DESIGNER. ALL RTU'S TO BE 

SCREENED. SEE DETAIL  5/A4.1. 

PROVIDE TAPERED INSULATION 

AS REQUIRED.

INSULATION AS 

SPECIFIED

MIN DRAIN SUMP 48" X 48"

CAST IRON STRAINER

4 PLY MEMBRANE RUN 

UNDER CLAMPING RING

30" SQUARE MINIMUM, 4# LEAD 

SHEET.

PRIMED AND SET IN BED OF ROOF 

CEMENT ON 2 PLIES OF MEMBRANE

CLAMPING RING

2 PLY MEMBRANE 

BELOW LEAD

TAPERED INSULATION TO MATCH 

DRAIN BOWL HEIGHT. 3/4" PER FT MAX 

SLOPE

1" 4'-0"

ROOF HATCH - REFER TO 

ROOF PLAN AND 

STRUCTURAL DRAWINGS

ROOF FLASHING AND 

COUNTER-FLASHING

2x PRESSURE TREATED 

WOOD BLOCKING 

ANCHORED @ 2'-8" O.C. 

AS REQUIRED FOR ROOF 

HATCH

STEEL SUPPORT ANGLE -

REFER TO STRUCTURAL 

DRAWINGS

FULLY SEAL WALL 

TO ROOF DECK 

AS REQUIRED

CONTINUOUS GASKET SPRING LATCH WITH INSIDE/OUTSIDE 

HANDLES AND PADLOCK HASP 

STEEL ROOF HATCH 

COVER

AUTOMATIC HOLD 

OPEN

RIGID INSULATION FIBERBOARD 

INSULATION ALL SIDES OF CURB

PAD LOCK HASP

CURB WITH 

INTEGRAL FLASHING

FULLY CAULKED 

TERMINATION BAR

EPDM ROOF SYSTEM

SEE FLOOR PLAN 

FOR PARTITION TYPE

ROOF DECK - REFER 

TO STRUCTURAL 

DRAWINGS

OSHA COMPLIANT ROOF 

ACCESS LADDER W/FALL 

ARREST SYSTEM
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 1/8" = 1'-0"
1

ROOF PLAN

 1/2" = 1'-0"
4

ROOF DRAIN DETAIL

 1/2" = 1'-0"
3

ROOF HATCH DETAIL

 1/8" = 1'-0"
2

PARTIAL ROOF PLAN - HIGH SUN SHADE

 1/2" = 1'-0"
5

ROOF SCREEN SECTION
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