
AVIATION DRIVE

FUTURE ADDITION

NEW FENCE TO 
ALIGN W/ EXISTING

NEW FENCE IN 
THIS AREA

PORTION OF EXISTING FENCE TO REMAIN

EXISTING 
CONCRETE

EXISTING 
CONCRETE

EXISTING 
CONCRETE

EXISTING 
CONCRETE
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6'-0"
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25'-0"

9'-0"
25'-0"

170'-0"

30'-0"

8
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5
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0
"
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PROPOSED
BUILDING

EXISTING
BUILDING

EXISTING
BUILDING

EXISTING
BUILDING

M
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.

1
0
'-
0
"

1
5
'-
0
" 

M
IN

.

25'-0" WIDE 
ROLLING GATE

PROJECT INFORMATION

APPLICABLE BUILDING CODE
2015 INTERNATIONAL BUILDING CODE (WITH WISCONSIN AMENDMENTS)

BUILDING CONTENT

FLOOR AREAS

OCCUPANCY

S1 - MODERATE HAZARD STORAGE
NON SEPARATED

CONSTRUCTION CLASSIFICATION

TYPE IIB CONSTRUCTION
SPRINKLED      YES/NO
FIREWALL        YES/NO

BUILDING/SITE CONTENT

BUILDING SIZE 22,950 S.F.

HARD SURFACE 68,136 S.F.

15.0%

44.4%

GREEN SPACE 62,244 S.F. 40.6%

PARCEL SIZE (APPROX.) 153,330 S.F. 3.52 ACRES

PARKING PROVIDED 10 STALLS (1 STALL/1,700 S.F.)

ALLOWABLE AREA

TABULAR FLOOR AREA: 17,500 S.F.

FRONTAGE INCREASE: 13,125 S.F.

SPRINKLER INCREASE:                              _52,500 S.F.

TOTAL ALLOWABLE AREA: 83,125 S.F.

ALLOWABLE FIRE AREA: PER ALLOWABLE AREA

ZONING INFORMATION
ZONING: -

FRONT YARD SETBACK: --'--"

SIDE YARD SETBACK: --'--"

REAR YARD SETBACK: --'-"

ASHRE STANDARD 90.1-2013

SECOND FLOOR

HIGH PILE STORAGE YES/NO

FIRE ALARM SYSTEM YES/NO

BUILDING & FIRE AREA SQUARE FOOTAGES

FIRST FLOOR

CANOPIES (COLUMN SUPPORTED)

BASEMENT

PROPOSED

BUILDING AREA SUB-TOTALS

MEZZANINES

FIRE AREA TOTALS

N/A

22,950S.F.

N/A

N/A

N/A

22,950S.F.

22,950S.F.
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STEINS AIRCRAFT SERVICES

PROPOSED FOR:

WAUKESHA,

1" = 50'-0"

CONCEPTUAL SITE PLAN

NORTH

TRUE

SHEET INDEX

C1.0 SITE PLAN

A1.0 FLOOR PLAN

A2.0 ELEVATIONS

A3.0 SECTIONS

S1.0 FOUNDATION PLAN

T2.0 SPECIFICATIONS

THE LOT DIMENSIONS AND BEARINGS SHOWN ON THIS PLAN
ARE INTERPRETED VALUES.  FOLLOW UP INVESTIGATION WITH STATE
AND LOCAL AUTHORITIES AND/OR WITH CERTIFIED SURVEY MAP DATA
WHEN AVAILABLE IS REQUIRED.

0' 25' 50' 100' 200'

NORTH

PLAN
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170'-0"

5'-0" 160'-0" 5'-0"

NORCO FLOATING DOOR SYSTEM (160'-0" X 27'-11" OPENING)

5'-0"X5'-0" 
CONCRETE 
STOOP

5'-0"X5'-0" 
CONCRETE 
STOOP

5'-0"X5'-0" 
CONCRETE 
STOOP

CONCRETE WALKWAY

FUTURE 
TOILET

5'-0"X5'-0" 
CONCRETE 
STOOP

NEW 10'-0' X 175'-0" CONCRETE APRON

170'-0"

7
'-
0
"

6
"

9
'-
0
"

8'-0"

EXPANDABLE ENDWALL

HANGAR

100

CONCRETE SLAB

SKYLINER ROOF INSULATION 
SYSTEM ABOVE

ROUGH-IN 
PLUMBING ONLY

SPRINKLER 
RISER

BOLLARDS AS 
REQUIRED

44

1

A3.0

2

A3.0

100E

100D100A

100F

100B

100C

FUTURE 
SPRINKLER
ROOM

(2) 8"X8" SOLDIER 
COLUMNS

(2) 8"X8" SOLDIER 
COLUMNS

UNIT 
HEATER 
ABOVE

UNIT 
HEATER 
ABOVE

UNIT 
HEATER 
ABOVE

SERVICE DOOR IN 
HANGAR DOOR

SERVICE DOOR IN 
HANGAR DOOR

56" DIA. CEILING 
FAN ABOVE

56" DIA. CEILING 
FAN ABOVE

56" DIA. CEILING 
FAN ABOVE

56" DIA. CEILING 
FAN ABOVE

56" DIA. CEILING 
FAN ABOVE

56" DIA. CEILING 
FAN ABOVE

56" DIA. CEILING 
FAN ABOVE

56" DIA. CEILING 
FAN ABOVE

POWER
KILL SWITCH
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TYPICAL EXISTING WALL

DEMO WALLS

WALL KEY

NEW WALL/FURRING

NEW MASONRY/
VENEER WALL

NEW COOLER/
FREEZER WALLS

NEW FOUNDATION WALL

FIRE WALL OR
FIRE BARRIER
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FINISH FLOOR

100' - 0"

EAVE HEIGHT

135' - 0"

T.O. FOOTING

96' - 0"

23567

STANDING-SEAM 360 ROOF 

RAKE TRIM
(SPARTAN BRONZE)

GUTTERS 
(SPARTAN 
BRONZE)

DOWNSPOUTS 
(SPARTAN BRONZE)

2" THICK IMP:
KINGSPAN 200 SERIES 
INVERTED RIB
(SPARTAN BRONZE)

4

1

A3.0

1

FINISH FLOOR

100' - 0"

EAVE HEIGHT

135' - 0"

T.O. FOOTING

96' - 0"

1:12 PITCH1:12 PITCH

NORCO FLOATING DOOR SYSTEM (160'-0" X 27'-11" OPENING) SERVICE DOOR IN 
HANGAR DOOR

SERVICE DOOR IN 
HANGAR DOOR

2

A3.0

STANDING-SEAM 360 ROOF 

RAKE TRIM
(SPARTAN BRONZE)

GUTTERS 
(SPARTAN 
BRONZE)

DOWNSPOUTS 
(SPARTAN BRONZE)

2" THICK IMP:
KINGSPAN 200 SERIES 
INVERTED RIB
(SPARTAN BRONZE)

FINISH FLOOR

100' - 0"

EAVE HEIGHT

135' - 0"

T.O. FOOTING

96' - 0"

1:12 PITCH1:12 PITCH

2

A3.0

STANDING-SEAM 360 ROOF 

RAKE TRIM
(SPARTAN BRONZE)

GUTTERS 
(SPARTAN 
BRONZE)

DOWNSPOUTS 
(SPARTAN BRONZE)

2" THICK IMP:
KINGSPAN 200 SERIES 
INVERTED RIB
(SPARTAN BRONZE)

FINISH FLOOR

100' - 0"

EAVE HEIGHT

135' - 0"

T.O. FOOTING

96' - 0"

2 3 5 6 74

1

A3.0

1

STANDING-SEAM 360 ROOF 

RAKE TRIM
(SPARTAN BRONZE)

GUTTERS 
(SPARTAN 
BRONZE)

DOWNSPOUTS 
(SPARTAN BRONZE)

2" THICK IMP:
KINGSPAN 200 SERIES 
INVERTED RIB
(SPARTAN BRONZE)
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EAST ELEVATION
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FINISH FLOOR

100' - 0"

EAVE HEIGHT

135' - 0"

T.O. FOOTING

96' - 0"

GUTTER W/ DOWNSPOUTS 
AS REQUIRED

1:12 PITCH

10" THICK CONCRETE SLAB

PRE-ENGINEERED METAL BUILDING 
FRAME, VERIFY ALL REQUIREMENTS 
W/ METAL BUILDING 
MANUFACTURER

12" SKYLINER SYSTEM W/ 
THERMAL BLOCKS (R36, U.031)

ZEE PURLINS PER METAL 
BUILDING SUPPLIER @ 5'-0" O.C. 

ZEE GIRT @ 7'-6"

8"X4'-0" FOUNDATION 
WALL W/ REINFORCING 
AS REQUIRED

FOOTING W/ REINFORCING 
AS REQUIRED

1 1/2" RIGID INSULATION
(R-7.5)

PIERS AND FOOTINGS
UNDER FRAME LOCATIONS

FINISHED BASE ANGLE

24 GA. METAL ROOF OVER THERMAL 
BLOCK OVER ZEE PURLINS

1:12 PITCH

ZEE GIRT SPACED AS 
REQUIRED FOR I.M.P.

TRENCH DRAIN 
(VERIFY SLOPE OF 
ADJACENT FLOOR)

2" THICK IMP:
KINGSPAN 200 SERIES 
INVERTED RIB
(SPARTAN BRONZE)

STRUTS AS NEEDED AT 
PRE-ENGINEERED METAL 
BUILDING FRAMES

56" DIA. CEILING 
FAN ABOVE

56" DIA. CEILING 
FAN ABOVE

FINISH FLOOR

100' - 0"

T.O. FOOTING

96' - 0"

2 3 5 6 74
1

A3.0
1

10" THICK CONCRETE SLAB

PRE-ENGINEERED METAL BUILDING 
FRAME, VERIFY ALL REQUIREMENTS 
W/ METAL BUILDING 
MANUFACTURER

12" SKYLINER SYSTEM W/ 
THERMAL BLOCKS (R36, U.031)

ZEE PURLINS PER METAL 
BUILDING SUPPLIER @ 5'-0" O.C. 

ZEE GIRT @ 7'-6"

8"X4'-0" FOUNDATION 
WALL W/ REINFORCING 
AS REQUIRED

FOOTING W/ REINFORCING 
AS REQUIRED

1 1/2" RIGID INSULATION
(R-7.5)

FINISHED BASE ANGLE

24 GA. METAL ROOF OVER THERMAL 
BLOCK OVER ZEE PURLINS

ZEE GIRT SPACED AS 
REQUIRED FOR I.M.P.

2" THICK IMP:
KINGSPAN 200 SERIES 
INVERTED RIB
(SPARTAN BRONZE)

STRUTS AS NEEDED AT 
PRE-ENGINEERED METAL 
BUILDING FRAMES

PRE-ENGINEERED METAL BUILDING 
FRAME, VERIFY ALL REQUIREMENTS 

W/ METAL BUILDING 
MANUFACTURER

STRUTS AS NEEDED AT 
PRE-ENGINEERED METAL 

BUILDING FRAMES

PRE-ENGINEERED METAL BUILDING 
FRAME, VERIFY ALL REQUIREMENTS 

W/ METAL BUILDING 
MANUFACTURER

STRUTS AS NEEDED AT 
PRE-ENGINEERED METAL 

BUILDING FRAMES

PRE-ENGINEERED METAL BUILDING 
FRAME, VERIFY ALL REQUIREMENTS 
W/ METAL BUILDING 
MANUFACTURER

STRUTS AS NEEDED AT 
PRE-ENGINEERED METAL 
BUILDING FRAMES

STEEL STRUT FRAMING AS 
NEEDED AT HANGAR DOOR 
OPENING

VERTICAL WF STEEL STRUT 
FASTENED TO PRE-ENGINEERED 
METAL BUILDING FRAME

VERTICAL WF STEEL STRUT 
FASTENED TO PRE-ENGINEERED 
METAL BUILDING FRAME

LARGE FOOTING UNDER 
HANGER DOOR W/ 
REINFORCING AS REQUIRED

TOP RAIL TO BE LEVEL W/ FINISHED 
FLOOR (RAIL BY NORCO)

10" THICK CONCRETE SLAB

RAKE TRIM AS REQUIRED

12" SKYLINER SYSTEM W/ 
THERMAL BLOCKS (R36, U.031)

24 GA. METAL ROOF OVER THERMAL 
BLOCK OVER ZEE PURLINS

RAKE TRIM AS REQUIRED

2" THICK IMP:
KINGSPAN 200 SERIES 
INVERTED RIB
(SPARTAN BRONZE)

2
7
'-
1
1
"

SECTIONAL ALUMINUM 
SOFFIT, TYP.

ZEE PURLINS PER METAL 
BUILDING SUPPLIER @ 5'-0" O.C. 

HORIZONTAL STEEL SOFFIT 
FRAMING

2" THICK IMP:
KINGSPAN 200 SERIES INVERTED RIB
(SPARTAN BRONZE) FASTENED TO 
NORCO DOOR PANELS, TYP.
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3/16" = 1'-0"A3.0

1 CROSS SECTION

3/16" = 1'-0"A3.0

2 CROSS SECTION
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1

A3.0

2

A3.0

F1

F1

F1

F1

F2
F2

F1

F1

F1

F1

F4F3F3F3F3F3F3F3F3F4

1

F4 F4
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FOOTING SCHEDULE

FTG. FOOTING SIZE
FTG.

REINFORCING HAIRPIN SIZE
PIER
SIZE

PIER
REINFORCING ANCHOR BOLTS REMARKS

9' - 0" x 161' - 2 1/8" x
2' - 6"

F1 6' - 6" x 6' - 6" x 1' - 0" (7) #7 BAR E.W. (2) #5 HAIRPINS
W/ 6'-0" LEGS

14" x 29" (6) #5 VERT. W/ #3
TIES @ 12" O.C.

(4) 3/4" x 21" F1554 GRADE 36 W/ 3"
PROJECTION FROM TOP OF CONCRETE

F2 6' - 0" x 6' - 0" x 1' - 0" (6) #7 BAR E.W. (2) #5 HAIRPINS
W/ 6'-0" LEGS

14" x 29" (6) #5 VERT. W/ #3
TIES @ 12" O.C.

(4) 3/4" x 21" F1554 GRADE 36 W/ 3"
PROJECTION FROM TOP OF CONCRETE

F3 3' - 0" x 3' - 0" x 1' - 0" (3) #4 BAR E.W. (2) #5 HAIRPINS
W/ 6'-0" LEGS

19" x 19" (6) #5 VERT. W/ #3
TIES @ 12" O.C.

(4) 3/4" x 21" F1554 GRADE 36 W/ 3"
PROJECTION FROM TOP OF CONCRETE

F4 4' - 0" x 4' - 0" x 1' - 0" (4) #4 BAR E.W. (2) #5 HAIRPINS
W/ 6'-0" LEGS

14" x 25" (6) #5 VERT. W/ #3
TIES @ 12" O.C.

(4) 3/4" x 21" F1554 GRADE 36 W/ 3"
PROJECTION FROM TOP OF CONCRETE

GENERAL NOTES

1.  ALL SPECIFIED FOOTING REBAR IS IN ADDITION TO LONGITUDINAL REBAR IN ADJACENT CONTINUOUS WALL FOOTING.

2.  #4 x 24" x 24" CORNER DOWELS AT 12" O.C. VERTICAL TO PASS THROUGH PIER CAGE.

3.  FINAL WALLS, FOOTINGS, & REINFORCING SIZES PER FINAL ENGINEERING.

1/8" = 1'-0"

FOUNDATION PLAN

NORTH

PLAN

NORTH
TRUE
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