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ADDED PLANTINGS

01

01
A200

05
A200

3'
-6

"

REMOVE THE EXISTING METAL
PANEL AND INSTALL NEW PBA
METAL WALL PANEL FROM BASE
TO UNDERSIDE OF WINDOWS

PREFINISHED METAL "Z" FLASHING
AT NEW/EXISTING PANELS

REMOVE AND REPLACE ALL
GUTTERS, DOWNSPOUTS AND
METAL LOW EAVE CLOSURES REMOVE AND REPLACE ALL

GUTTERS, DOWNSPOUTS AND
METAL LOW EAVE CLOSURES

REMOVE AND REPLACE ALL
METAL RAKE FASCIA

REPLACE EXISTING DOCK
LEVELER W/ NEW LEVELER,
& REPLACE DOCK BUMPERS

REPLACE10'x10' STEEL INSULATED
O.H. DOOR IN EXISTING OPENING

REPAIR AND WEATHER SEAL
EXISTING ROOF WHERE DAMAGED,
COORDINATE W/ G.C. REPAIR AND WEATHER SEAL

EXISTING ROOF WHERE DAMAGED,
COORDINATE W/ G.C.

STACKED CMU RETAINING WALL,
DESIGN-BUUILD

STEEL GUARD RAIL SET INTO CMU
UNITS

CORRUGATED METAL CANOPY ON
WOOD FRAMING AND TIMBER
BRACKETS

CORRUGATED METAL CANOPY ON
WOOD FRAMING AND TIMBER
BRACKETS

POWER WASH AND PAINT
EXISTING METAL WALL PANELS

POWER WASH AND PAINT
EXISTING METAL WALL PANELS

REMOVE EXISTING SIGN

POWER WASH AND PAINT
EXISTING METAL WALL PANELS

NEW 3'x7' HOLLOW METAL DOOR
AND FRAME IN NEW OPENING

REPLACE 3'x7' HOLLOW METAL
DOOR AND FRAME IN EXISTING
OPENING

REPLACE 4'x3' ALUMINUM WINDOWS
W/ CLEAR INSULATED LOW E GLASS
IN EXISTING OPENINGS

REPLACE 4'x3' ALUMINUM WINDOWS
W/ CLEAR INSULATED LOW E GLASS
IN EXISTING OPENINGS

REPLACE 3'-6"'x7'-0" MEDIUM STYLE
ALUMINUM DOOR W/ CLEAR INSULATED
LOW E GLASS AND ALUMINUM FRAME
IN EXISTING OPENING

REMOVE EXISTING LANDSCAPE
TIMBERS AND BERM

REMOVE EXISTING LANDSCAPE
TIMBERS AND BERM, EXTEND NEW
CONC. PARKING SURFACE UP TO
2'-6" FROM BUILDING DWARF BURNING BUSH,

(12 TOTAL)

REMOVE AND REPLACE ALL
GUTTERS, DOWNSPOUTS AND
METAL LOW EAVE CLOSURES

REMOVE AND REPLACE ALL
GUTTERS, DOWNSPOUTS AND
METAL LOW EAVE CLOSURES

REMOVE AND REPLACE ALL
METAL RAKE FASCIA

REMOVE AND REPLACE ALL
METAL RAKE FASCIA

PROVIDE WEATHER SEAL
REPAIR ALONG HIGH/LOW
WALL

REPLACE14'x14' STEEL INSULATED
O.H. DOOR IN EXISTING OPENING

NEW10'x10' STEEL INSULATED
O.H. DOOR IN NEW OPENING

REPAIR AND WEATHER SEAL
EXISTING ROOF WHERE DAMAGED,
COORDINATE W/ G.C.

REPAIR AND WEATHER SEAL
EXISTING ROOF WHERE DAMAGED,
COORDINATE W/ G.C.

STEEL GUARD RAIL SET INTO CMU
UNITS

STACKED CMU RETAINING WALL,
DESIGN-BUUILD

CORRUGATED METAL CANOPY ON
WOOD FRAMING AND TIMBER
BRACKETS

POWER WASH AND PAINT
EXISTING METAL WALL PANELS

POWER WASH AND PAINT
EXISTING METAL WALL PANELS

NO WORK ON EXISTING
METAL WALL PANELS

NEW 3'x7' HOLLOW METAL DOOR
AND FRAME IN NEW OPENING

REPLACE 4'x3' ALUMINUM WINDOWS
W/ CLEAR INSULATED LOW E GLASS
IN EXISTING OPENINGS

REMOVE EXISTING LANDSCAPE
TIMBERS AND BERM, EXTEND NEW
CONC. PARKING SURFACE UP TO
BUILDING
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CLEAR FLOOR AREA AT TOILET

M
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.

CLEAR FLOOR AREA
IN FRONT OF SINK

CLEAR FLOOR AREA AT TOILET

M
AX

.

MIN.

M
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.

TOILET PAPER
DISP. 18" BRAB

BAR

42" BRAB
BAR

36" BRAB
BAR

TOILET PAPER
DISP.

SOAP DISP.

24"x36" MIRROR

TO GLASS

18" BRAB
BAR

42" BRAB
BAR

TOILET PAPER
DISP.

36" BRAB
BAR

VANITY LIGHT
CENTERED
OVER MIRROR
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(2) 4x6 TIMBER RAFTER TIES

2x8 RAKE TRIM

2x6 RAFTERS AT 24" O/C

3/4", 24 GA. GALV.
CORRUGATED METAL
PANEL ON 2x4 BATTEN
STRIPS AT 24" O/C

TYPICAL CANOPY ROOF
BEYOND

TIMBER BRACKET
- 4x8 HORZ.
- 4x6 AT 45 DEG.
- 4x6 VERT.
BRACKET TO BE TIGHT
AGAINST CMU WALL

CUT EXISTING WALL PANEL,
REPLACE BOTTOM PORTION
WITH NEW PANEL, AND
INSTALL "Z" FLASHING AT
SEAM

NEW METAL WALL PANEL

EXISTING METAL WALL PANEL,
CUT AWAY BEHIND BRACKET
AND SEAL, BRACKET TO SIT
TIGHT TO CMU

METAL BASE ANGLE

EXISTING 8"
CMU WALL

EXISTING 6" PRECAST
PLANK

4x6 TIMBER BEAM

2x6 RAFTERS AT 24" O/C

3/4", 24 GA. GALV.
CORRUGATED METAL
PANEL ON 2x4 BATTEN
STRIPS AT 24" O/C

TIMBER BRACKET
- 4x6 HORZ.
- 4x4 AT 45 DEG.
- 4x6 VERT.
BRACKET TO BE TIGHT
AGAINST CMU WALL

CUT EXISTING WALL PANEL,
REPLACE BOTTOM PORTION
WITH NEW PANEL, AND
INSTALL "Z" FLASHING AT
SEAM

NEW METAL WALL PANEL

METAL BASE ANGLE

EXISTING 8"
CMU WALL

EXISTING 6" PRECAST
PLANK

2x6 FASCIA W/ METAL
FLASHING COVER

NEW CONCRETE SURFACENEW CONCRETE SURFACE,
EXTEND UP TO BUILDING AT
ENTRY

REMOVE EXISTING LANDSCAPE
TIMBER AND BERM

REMOVE EXISTING LANDSCAPE
TIMBER AND BERM

2x8 RIDGE BEAM

FLASHING TO EXISTING
WALL PANEL, ALLOW FOR
VERT. AND HORZ. MOVEMENT
BETWEEN CANOPY AND WALL
PANEL

FLASHING TO EXISTING
WALL PANEL, ALLOW FOR
VERT. AND HORZ. MOVEMENT
BETWEEN CANOPY AND WALL
PANEL

EXISTING METAL WALL PANEL,
CUT AWAY BEHIND BRACKET
AND SEAL, BRACKET TO SIT
TIGHT TO CMU

2x10 BEAM, ANCHOR TO
VERTICAL LEG OF BRACKET

8"x7"x3/8"
STEEL PLATE

8"x5"x3/8"
STEEL PLATE

30" PLANTING STRIP
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EXISTING 8" CMU

STEEL GALV. ANGLE, L3"x3"x1/4"
x 16" LONG, EACH SIDE, W/ (2) 1/2"
THROUGH BOLTS INTO VERT. LEG
OF BRACKET

1 1/2" NOTCH IN JOINTS OF
BRACKET W/ 1/4"x6" SCREWS
FROM BACK SIDE (ALL 3
LOCATIONS)

(2) 1/2" DIA. THREADED ROD
ANCHORED TO CMU W/ HILTI HY 070
ADHESIVE W/ 2" MIN. EMBEDMENT

TIMBER BRACKET

TYPICALL DETAIL FOR BOTTOM
OF ALL BRACKETS

EXISTING 8" CMU

STEEL GALV. ANGLE, L3"x3"x1/4"
x 4" LONG, EACH SIDE, W/ 1/2"
THROUGH BOLT INTO VERT. LEG
OF BRACKET

1/2" DIA. THREADED ROD
ANCHORED TO CMU W/ HILTI HY 070
ADHESIVE W/ 2" MIN. EMBEDMENT

TIMBER BRACKET

TYPICALL DETAIL FOR TOP
OF ALL BRACKETS

STEEL GALV. ANGLE, L3"x3"x1/4"
x 4" LONG, EACH SIDE, W/ 1/2"
THROUGH BOLT INTO VERT. LEG
OF BRACKET

1/2" DIA. THREADED ROD
ANCHORED TO CMU W/ HILTI HY 070
ADHESIVE W/ 2" MIN. EMBEDMENT

8"x7"x3/8" OR
8"x5"x3/8" GALV.
STEEL PLATE W/
(4) 1/2" THROUGH
BOLTS
(SEE WALL SECTION
FOR PLATE SIZE)

1 1/2" NOTCH IN JOINTS OF
BRACKET W/ 1/4"x6" SCREWS
FROM BACK SIDE (ALL 3
LOCATIONS)

1/2" = 1'-0"0 5

0 31/8" = 1'-0"N O R T H  E L E V A T I O N
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0 41/8" = 1'-0"W E S T  E L E V A T I O N

1 11/8" = 1'-0"E A S T  E L E V A T I O N

0 91/2" = 1'-0"T O I L E T  R O O M  E L E V A T I O N S
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SECTION THROUGH TYPICAL CANOPYSECTION THROUGH ENTRY CANOPY

1 21/8" = 1'-0" S O U T H  E L E V A T I O N

1 01 1/2" = 1'-0"B R A C K E T  C O N N E C T I O N  D E T A I L1 41 1/2" = 1'-0"B R A C K E T  C O N N E C T I O N  D E T A I L
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